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§ The Ol-A 1is a triode type amplifier 
;o tube designed for service as a detecw Q 
'+ tor or amplifier in storage battery o % 

g operated recelvers. 
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RATINGS 

4 PRONG Filament Voltage 5 dec volts 
MED. BRSE Filament Current 0.25 amp 

Max, Plate Voltage 135 volts 

D U "‘:n DIRECT INTERELECTRODE CAPACITANCES 

Grid to Plate 8.1 unf 
Input 3.1 Wt 
Qutput 2.2 wuf 

ANPLIFIER - CLASS A 

Plate Voltage 90 135 volts 
Grid Bias -4,5 -9 volts 
Amplification Factor 8 8 
Plate Resistance 11000 10000 chms 
Transconductance 725 800 unmhos 
Plate Current 2.5 3 ma 

DETECTOR - BIASED TYPE 

Plate Voltage 90 135 volts 
Grid Bias (approximate) 7,5 13,5 volts 
Plate Current Adjusted to 0,2 ma with no signal 

DETECTOR ~ GRID LEAK TYPE 

Plate Voltage 45 volts 
Grid Returned to positive filament 
Grid Leak Resistance 0,25 to 5 megohms 
Gric Condenser 250 pnf 

RAYTHEON ENGINEERING SERVICE


