
0Y4G TENTATIVE DATA 

TUNG-SOL 

GAS RECT!FIER 

PHYSICAL SPECIFICATIONS 

EMITTER 1ONICALLY HEATED PIN CONNECTIONS 

BASE OCTAL P-PIN DWARF PIN 1 NOCONNECTION PIN 7 FILAMENT 

CAP - PIN 2 NONE PIN B FILAMENT 

BULB 1-7 PIN 3 STARTER ANODE 

MAX . D IAMETER 1 5/64" | pin U NONE MOUNT ING_POS ANY 

MAX. SEATED HEIGHT 2 1/16" | pin 5 PpLATE 

MAX. OVERALL LENGTH 5 p/gh PIN € NONE 

THE OY4G S A HALF-WAVE GAS RECTIFIER WiTH A STARTER ANODE WHICH MAKES 
IT POSSIBLE TO OPERATE DIRECTLY FROM A 117-VOLT AC OR DC LINE. 

RATINGS AND CHARACTERISTICS 

HALF-WAVE RECTIFIER WITH CONDENSER INPUT TQ FILTER 
PINS 7 AND 8 MUST BE COWNECTED TOGETHER™ 

MAX IMUM INVERSE PEAK VOLTAGE 300 VOL IS 

MAX IMUM PEAK CURRENT P00 MA . 

MAX IMUM_DC OUTPUT CURRENT 18 MA ., 

MINIMUM DC_OUTPUT CURRENT 40 MA . 

MINIMUM SERIES ANODE RES|STANCE 

(117-vOLT LINE QPERATION) 50 QHMS 
APPROX IMATE TUBE DROP 12 VOLTS 
MAX IMUM DC STARTING VOLTAGEB 95 VOL TS 

ARapio VNTERMITTENT OPERATIONM IS UNDESIRABLE 

Bwith STARTER ANODE CONNECTED TO THE ANODE THR H.A 10 = 

0.102 JLF CONDENSER. 
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