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Typical
CHARACTERISTICS AND TYPICAL OPERATION Characteristics Operation
Plate Supply Voltage 110 70 volts
Grid Supply Voltage 0 0 volts
Cathode-Bias Resistor 130 — ohms
Grid Resistor — 4T000 ohms
Amplification Factor 65 68
Plate Resistance (Approx.) 6600 5440 ohms
Transconductance 9800 12500 jimhos
Plate Current 7 7.2 mA
Grid Voltage (Approx,) for plate current of 10 /tA. . —4 — volts

MAXIMUM CIRCUIT VALUES
Grid-Circuit Resistance:"

For fixed-bias operation 0.5 megohm
For cathode-bias operation 2.2 megohms

* A plate supply voltage of 300 volts may be used provided a sufficiently large resistor is used
in the plate circuit to limit the plate dissipation to 1.5 watts under any condition of operation.

For operation at metal-shell temperatures up to 135° C.
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6CW5 Refer to chart at end of section.

6CW5/
EL86

8CW5/XL86,
10CW5/LL86,
15CW5/PL84

POWER PENTODE

Miniature type used for vertical-deflection amplifier

service in color and black-and-white television receiv-

ers. Outlines section, 6G; requires miniature 9-contact

socket. Types 8CW5/XL86, 10CW5/LL86, and 15CW5/
PL84 are identical with type 6CW5/EL86 except for

heater ratings. 9CV
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EL86

0.76

±330 max
±220 max

8CW5/
XL86
8

0.6
Heater Voltage (ac/dc)
Heater Current
Heater Warm-up Time
Heater-Cathode Voltage

:

Peak value
Average value

Direct Interelectrode Capacitances i

Grid No.l to Plate
Grid No.l to Heater
Grid No.l to Cathode, Heater, Grid No.2, and Grid No.3
Plate to Cathode, Heater, Grid No.2, and Grid No.3 . . .

±330 max
±220 max

10CW5/
LL86
10.6
0.45
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15CW5/
PL84
15 volts
0.3 ampere— seconds

±330 max ±330 max
±220 max ±220 max
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0.25 max
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Class Ai or Class ABi Amplifier
MAXIMUM RATINGS (Design-Maximum Values)
Plate Voltage 275 voite
Plate Supply Voltage 600 volts
Grid-No.2 Voltage 220 volts
Grid-No.2 (Screen-Grid) Supply Voltage 600 volts
Cathode Current 110 mA
Plate Dissipation 14 watts
Grid-No.2 Input 2.1 watts
Peak Grid-No.2 Input 7 watts

CHARACTERISTICS
Plate Voltage 170 volts
Grid-No.2 Voltage 170 volts
Grid-No.l (Control-Grid) Voltage —12.5 volts
Mu Factor (Grid No.2 to Grid No.l) 8
Plate Resistance 26000 ohms
Transconductance 11000 ttmhos
Plate Current 70 mA
Grid-No.2 Current 3.5 mA
MAXIMUM CIRCUIT VALUE
Grid-No.l-Circuit Resistance 1 megohm

Vertical-Deflection Amplifier

For operation in a 525-line, 30-frame system

MAXIMUM RATINGS (Design-Maximum Values)
Plate Voltage 275 volts
Peak Positive-Pulse Plate Voltage# 2200 volts
Grid-No.2 Voltage 275 volts
Peak Negative-Pulse Grid-No.l Voltage 250 volts
Peak Cathode Current 240 mA
Average Cathode Current 110 mA
Plate Dissipation 12 watts
Grid-No.2 Input 2.1 watts

MAXIMUM CIRCUIT VALUE
Grid-No.l-Circuit Resistance 2.2 megohms
# Pulse duration must not exceed 6 r/, of a vertical scanning cycle (1.2 milliseconds).

9DX

MEDIUM-MU TRI0DE— 6CX8
SHARP-CUTOFF PENTODE scxs

Miniature type u«ed in television receiver applications.
Pentode unit is used as video amplifier; triode unit is

used in sound if-amplifier, sweep-oscillator, sync-sep-
arator, sync-amplifier, and sync-clipper circuits. Out-
lines section, CE; requires miniature 9-contact socket.

Type 8CX8 is identical with type 6CX8 except for
heater ratings.

6CX8 8CX8
Heater Voltage (ac/dc) 6.3 8
Heater Current 0.75 0.6
Heater Warm-up Time (Average) — 11
Heater-Cathode Voltage

:

Peak value ±200 max ±200 max
Average value 100 max 100 max

Direct Interelectrode Capacitances:
Triode Unit

:

Grid to Plate 4.4
Grid to Cathode and Heater 2.2
Plate to Cathode and Heater 0.38

Pentode Unit:
Grid No.l to Plate 0.06
Grid No.l to Cathode, Heater, Grid No.2, Grid No.3, and

Internal Shield 9
Plate to Cathode, Heater, Grid No.2, Grid No.3, and

Internal Shield 4.4
Triode Grid to Pentode Plate 0.018 max
Pentode Grid No.l to Triode Plate 0.005 max
Pentode Plate to Triode Plate 0.17 max
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