
10EM7 
Dual Triode 

With High-Mu Unit and Low-Mu Unit 

The ioEM7 is the same as the 6EM7 except for the following items: 

Heater Characteristics and Ratings: 
Current  0.600 t 0.040 amp 
Voltage lAC or CC) at heater 
amperes = 0.600   9.7 volts 

Warr~rup time (Average)   11 sec 

lOGF7 

Dual Triode 
With High-Mu Unit and Low-Mu Unit 

NOVAR TYPE 

The ioGFgis the same as the6GFry except forth¢ following items: 

Heater Characteristics and Ratings: 
Current  0.600 t 0.040 amp 
Voltage (AC or DC) at heater 
amperes = 0.600   9.7 volts 

Warm-up time (Average)   11 see 

lOGF7A 
Dual Triode 

With High-Mu Unit and Low-Mu Unit 

NOVAR TYPE 

The lOGF7A is the save as the 6GF7A~except for the following items: 
Heater Characteristics and Ratings: 
Current  0.600 t 0.040 amp 
Voltage (AC or DC) at heater 
amperes = 0.600  9.7 volts 

Warm-up time (Average)   11 sec 

RADIO CORPORATION OF AMERICA 
Electronic Components and Devices Harrison, N. 1. 

DATA 
10-64 


