
Meuton 

Pentode 102KI12C 
[lenton 10)K12C npennassauen agas ycHJIEHHSA 

HampsixKeHHs1 BBICOKOM YacToThl B YCTpPoOHCTBAX 
HaJbHeld IPOBOIHON CBS3H. 

[Nentonmt 10JK12C BeInycKawoTcs B CTEKJAH- 
HOM O0(OPMJIEHHH C OKTaJbHLIM IIOKOJEM, ¢ OKCHJ- 
HBIM KaTOAOM KOCBEHHOro HakaJa. 

IMenroxnt 100K12C ycrofiuusel K BO3AEHCTBHIO 
OKpyxkatoillel temneparypsl ot —60 ge +70°C u 
OTHOCHTEJbHOH BJaxkHoctu 95—989 npu remme- 
parype +20°C. 

Han6oabwuii Bec 50 e. 
FapantupoBannas jgoarosednocts 1000 uacos. 

The 10)K12C pentode is designed for high-ire- 
quenicy voltage amplification in long-distance 
wire service systems. 

The 10)K12C pentodes are enclosed in glass 
bulb and are provided with an octal base and an 
indirectly heated oxide-coated cathode. 

The 10)K12C pentodes are resistant to am- 
bient temperature from —60 to +70°C and rela- 
tive humidity of 95 to 989% at +20°C. 

Maximum weight: 50 gr. 

Service life guarantee: 1000 hr. 

3JIEKTPHYECKHE JAHHBIE 

ELECTRICAL CHARACTERISTICS 

U, 10x1V Ug O K < 14% 
I, 320 mA I, 55+15mA S 185025 mA/V 
U, 250V Iy  1,05+055 mA $2) 145 mA/V 
Upg 135V P,y >04W R, 500 kQ 
U, -3V 

)P U e =19 V, R, =60 k2. 
2 1 ) P 1, =300 mA. 

MEXXILY3JIEKTPOJLHBIE EMKOCTH 
INTERELECTRODE CAPACITANCES 

Cgix 58=12 pF 
Ch  125+35 pF 

Cgla 0,03 pF 

NPEAEJBHO HNOMNYCTUMBIE 3KCHJIYATALHOHHBIE IXAHHDBIE 

MAXIMUM AND MINIMUM PERMISSIBLE RATINGS 

Max Min 

U, 107V 93V 

U, 250V 

Ug2 180 V 

P, 19W 

Pgg 04 W 

Uy 150V 
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10K12C Pentode 
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I, I=1(U,) Lo 1o =1(Ug)) 
I, I, = 425 mA —_ [, =425 mA 

- - =1, Uy =135V — — —1y U, =250 V 
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