
YHuBepcasbHbBIH MEHTON € KOPOTKOH XapaKTepPHCTUKOMN 

Universal pentode with a short characteristic curve 10X/ 
YHUBepCcaJbHLIA NEeHTON C KOpPOTKOH Xxapakre- 

puctukoir 100K1J1 npennasHauer aasd yCcuJeHUS Ha- 
UPAXKEHUsT W MOIIHOCTY, TeHEepUpOBaHus KoJjaeba- 
HANl BBICOKOH uwacToTHl (mo 200 MHz). 

Yausepcaabuble nenroast 107K1J] Beimyckaiorcs 
B CTEeKJSHHOM OGOPMJEHUM Ha MJIOCKOA HOXKKE C 
BHELIHHM MeTaJJINYeCKUM 3KPAaHOM, C OKCHIHBIM 
KATOIOM KOCBEHHOro HakaJja. 

Yuusepcaabsble neHTofsl 10JK1JI ycTOHYHBHEL K 
BO3JEUCTBHIO OKpYy’KatouleH TeMmmeparypel oT —60 
10 +70°C u orHOCHTEeJbHOH BAAXKHOCTH 95—98% 
npu teMmneparype +20°C, a taxkike K BO3AEHCTBHIO 
MexXaHHUYecKUX Harpy3oK: BUOpaUHOHHBIX 0 2,5g, 
yAAapHBIX MHOTOKPATHBIX A0 12 g. 

HauGonrmuii sec 35 e 
FapantupoBannas posaroeeusocTs 2500 uacos. 

The 10)K1J1 universal pentode with a short 
characteristic is designed for amplification of volt- 
age and power and for generation of high-fre- 
quency oscillation (up to 200 MHz). 

The 10JK1J1 universal pentodes are enclosed in 
glass bulb and are provided with a flat base, an 
external metal screen and an indirectly heated 
oxide-coated cathode. 

The 10)K1JI universal pentodes are resistant 
to ambient temperature from —60 to +70°C and 
relative humidity of 95 to 98% at +20°C, as well 
as to mechanical loads: vibration loads up to 
2.5 g and multiple impact loads up to 12 g. 

Maximum weight: 35 gr. 
Service life guarantee: 2500 hr. 

3NEKTPHYECKHE JAHHBIE 

ELECTRICAL CHARACTERISTICS 

U, 10V Ug 0 S 1,702 mA/V 
I, 9%7mA I, 26x1,2mA R;%) 09 MQ 
U, 150V I,,") 100 pA R;9) 05 MQ 
Ugp BV I, <12mA Reqy 45 kQ 
Uy —21V P, =05W 

ERNER N A 
?) Ilpu 45 _ - AP Uy=Ug=250V, U 

%) Hast 809, aamm. 
For 80% tubes. 

4) Ias 209% namm, 
For 209 tubes. 

gl~ef =28V, R, =500 Q, R, =35 k@, Ryp=20 kQ. 

MEXAYIJEKTPOOHBIE EMKOCTH 

INTERELECTRODE CAPACITANCES 

Coix 3703 pF 
Cae 40035 pF 

Cgra 001 pF 
Cax 0007 pF 

NPEAEJBHO NAONYCTUMBIE 3KCHJIYATALHWOHHBIE JAHHBIE 

MAXIMUM AND MINIMUM PERMISSIBLE RATINGS 

Max 

U, 116V 85V 

U, 250 V 

u,H 300V 

Ug2 225 'V 

Ug2 ) 300V 

Min Max 

P, 2w 

Pg2 0,7 W 

I 11 mA 

Uy 100V 

1) B MOMEHT BKIIOUEHHS. 
At the moment of switching in. 

12 3ax. 738 177



YHuBepcaJbHbIH NMEHTON C KOPOTKOH XapaKTePUCTHKOM 

IO)K' l I Universal pentode with a short characteristic curve 
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Universal pentode with a short characteristic curve 
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