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TEETATIVE DATA 
1287 DAYTIEOYN SYPD 1287 287 

EHOTE CUTOFF ALPLIFIER 
Heater Typo 

Glass Bulb Locking Base 

The 1287 is a pontods type smpliifier tube with ramote cutoff charac carlsmcs dosigned for 
use 2s 2 high freguency amplifier in radio receivers. 

DImFS TO0H8 

¥oxiwum Overell Lenzth z 25/32 inches 
Heximum Seated Height 2 1/4 inches 
Maximwun Diemsher 1 3/18 inches 

BASTNG {®MA Manbsring) 

Pin 1 - Hsater ‘ 7 ‘ 
Pin 2 « Plobo 
Pin 3 - Sersen (Gg) 
Pin & - Suppressor (Gz) \ 
Pin 5 « Internal Shield 
Pin 6 - Control Grid (Cy) 
Pin 7 - Cathode 
Pin 8 -~ Ikater 

RATTINGS 

Hoater Volu.ge (a-c or d-c) iz.8 volts 
Heateyr Current 0.15 omp 
llexinwom Plate Voltage 250 vo Its 
lexinum Sersen Voltags 100 volts 

DIRECT NTIRLLECTRODZ CAPACITANCES 

Gy to P {Grid %o Plata) ‘ #0005 = s 
Gy to All Cther Elsctrodes Excopt P (Inpub Electrode) 5.8 L 
P to 411 Other Blsctrodes Ezcept G1(Output Electroda) 7.0 it 

TYPICAL AUPLIFIER ~ CLASS A CONDITIONS 

‘Teater Voltage (&~c or dwc) 12.8 L12.8 volts 
Plate Voltege 100 250 volis 
Screen Voliage 100 v100 volis 
CGrid Biss -3 ] volts 
Suppressor Voltage 0 0 volis 
Plate DResisteuncs ({ipprox.) 0.25 “0.8 mogohm 
_Trensconductance 1900 2000 Lmhos 
Plate Current 8.9 79,2 ma 
Screen Current 2.6 e A R 
Grid Bias (Approx.) - 

(For Trensconductance = 10 {mhos) - 55 volts 
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