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12ECS8 TENTATIVE DATA 

r TUNG-$SOL ~ 

CONTINUED FROM PRECEOING PAGE 

TYPICAL OPERATING CONDITIONS AND CHARACTERISTICS 

HEATER VOLTAGE 12.6 12.6 VOLTS 
HEATER CURRENT .22%5 . 225 AMP . 

PLATE SUPPLY VOLTAGE 12.6 12.6 VOLTS 
GRID #2 VOLTAGE 12.6 VOLTS 
GRID #4 VOLTAGE 0 0 

GRID #{ RESISTOR 4 700 33 000 OHMS 
PLATE CURRENT 2.4 0.66 MA . 
GRID #2 CURRENT 0.28 MA . 

TRANSCONDUCTANCE 4 700 2 000 UMHOS 

AMPLIFICATION FACTOR 25 

PLATE RESISTANCE (APPROX.) 6 000 750 000 OHMS 

GRID #1 VOLTAGE FOR I, = 40 uA (APPROX.) ~2.2 -1.6 VOLTS 

tjI)ESIGN—MAXIMUM RATINGS ARE LIMITING VALUES OF OPERATING AND ENVIRONMENTAL CONDITIONS APPLICABLE 

TO A BOGEY ELECTROWN DEVICE OF A SPECIFIED TYPE AS ODEFINED BY ITS PUBLISHED DATA, AND SHOULD 

NOT BE EXCEEDED UNDER THE WORST PROBABLE CONDITIONS. THE DEVICE MANUFACTURER CHOOSES THESE 

VALUES TO PROVIDE ACCBPTABLE SERVICEABILITY OF THE DEVICE, TAKING RESPONSIBILITY FOR THE 

EFFECTS OF CHANGES IN OPERATING COXDITIONS DUE TO VARIATIONS IN DEVICE CHARACTERISTICS.THE 

EQUIPMENT MANUFACTURER SHOULD DESIGN SO THAT tNITIALLY AND THROUGHOUT LI1FE NO OESIGN-MAXIMUM 

VALUE FOR THE INTENDED SERVICE |5 EXCEEDED WiTH A BOGEY DEVICE UNDER THE WORST PROBABLE 

OPERATING CONDITIONS WITH RESPECT TO SUPPLY-VOLTAGE VARIATION, EQUIPMENT COMPONENT VARLATION, 

EQUIPMENT CONTROL ADJUSTMENT, LOAD VARIATION, SIGNAL VARIATION, AND ENVIRONMENTAL CONDITIONS. 


