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12FK6 Refer to chart at end of section.

I2FM6 Refer to chart at end of section.

12FQ7 Refer to type 6PQ7/6CG7.

12FQ8 Refer to chart at end of section.

12FR8 Refer to chart at end of section.

I2FV7 Refer to chart at end of section.

12FX5 POWER PENTODE
19FX5, 60FX5

Miniature type used in output stages of audio ampli-
fiers. Outlines section, 5D; requires miniature 7-con-
tact socket. Types 19FX5 and 60FX5 are identical with
type 12FX5 except for heater ratings.

12FX5
12.6
0.45
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19FX5
18.9
0.3
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Heater Voltage (ac/dc)
Heater Current
Heater Warm-up Time (Average)
Heater-Cathode Voltage

:

Peak value
Average value

Direct Interelectrode Capacitances (Approx.) :

Grid No.l to Plate
Grid No 1 to Cathode. Heater, Grid No.2, and Grid No.3
Plate to Cathode, Heater, Grid No.2, and Grid No.3

±200 max
100 max

±200 max
100 max

Class A, Amplifier

MAXIMUM RATINGS (Design-Maximum Values)
Plate Voltage
Grid-No.2 (Screen-Grid) Voltage
Plate Dissipation
Grid-No.2 Input
Bulb Temperature (At hottest point)

TYPICAL OPERATION
Plate Supply Voltage
Grid-No.2 Supply Voltage
Cathode-Bias Resistor
Peak AF Grid-No.l Voltage
Zero-Signal Plate Current
Maximum-Signal Plate Current
Zero-Signal Grid No.2 Current
Maximum-Signal Grid No.2 Current
Plate Resistance
Transconductance
Load Resistance

7CV
60FX5

60
0.1

±200 max
100 max

0.65
17
9

150
130
5.5
2

225

110
116
62
3

36
35
10
12

17600
13600
3000

volts
ampere
seconds

volts
volts

pF
PF
PF

volts
volts
watts
watts

*C

volts
volts
ohms
volts
mA
mA
mA
mA

ohms
jumhos
ohms



Technical Data 423

total Harmonic Distortion 8 per cent

Maximum-Signal Power Output 1-3 watts

MAXIMUM CIRCUIT VALUES
Grid-No. 1-Circuit Resistance:

For fixed-bias operation 0.1 megohm
For cathode-bias operation 0.5 megohm

, * 12FX8
Refer to chart at end of section. 12FX8A

Refer to chart at end of section. 12GA6

For replacement use type 12BQ6GTB/12CU6. 12GB3

For replacement use type 12GW6/12DQ6B.
12GB7

Refer to chart at end of section. 12GC6

Refer to type 6GE5. 12GE5

Refer to chart at end of section. 12GJ5

Refer to type 6GJ5A. 12GJ5A

Refer to chart at end of section. 1 2GN7

Refer to chart at end of section. 19GN7A
For replacement use type 12HG7/12GN7A.

UtoN/A

1 2GT5
Refer to chart at end of section. 12GT5A

Refer to type 6GW6/6DQ6B. 1 2GW6/ 1 2DQ6B

Refer to chart at end of section. 12H6

Refer to type 38HE7. 12HE7

For replacement use type 12HG7/12GN7A. 1 2HG7

9BF

Gj.lS

SHARP-CUTOFF PENTODE 12HG7/
12GN7A

Miniature types with frame grid used as video ampli-
fier in color and black-and-white television receivers.

Outlines section, 6E; require 9-contact miniature
socket.

Heater Arrangement

:

Heater Voltage (ac/dc)
Heater Current

Series
12.6
0.26

Parallel
volts

ampere


