
Technical Data 325

DC Grid-No.2 Voltage 220 volts

DC Grid-No.l Voltage, Negative-bias value 55 volts

Peak Negative-Pulse Grid-No.l Voltage 330 volts

Average Cathode Current 175 mA
Peak Cathode Current 550 mA
Plate Dissipation** 17.5 watts
Grid-No.2 Input 3.5 watts
Bulb Temperature (At hottest point) 220 C

# Pulse duration must not exceed 15% of a horizontal scanning cycle (10 microseconds).

## A bias resistor or other means is required to protect the tube in absence of excitation.
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6JN6
BEAM POWER TUBE mN6, 171N6

Duodecar type used as horizontal-amplifier tube in

color and black-and-white television receivers. Outlines

section, 15A; requires duodecar 12-contact socket. This

type is electrically identical with type 6JM6 except

that it has a slightly lower grid-No.l-to-plate capaci-

tance. Types 12JN6 and 17JN6 are identical with type

6JN6 except for heater ratings.

Heater Voltage (ac/dc)
Heater Current
Heater Warm-up Time (Average)
Direct Interelectrode Capacitances

:

Grid No.l to Plate
Grid No.l to Cathode, Heater, Grid No.2, and Grid No.3
Plate to Cathode, Heater, Grid No.2, and Grid No.3 .

6JN6
6.3
1.2

12JN6 17JN6
12.6 16.8 volts

0.6 0.45 amperes
11 11 seconds

0.34 pF
16 pF
7 pF
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MEDIUM-MU TRI0DE— 6JN8
SHARP-CUTOFF PENTODE mjnb/wma

Miniature type used as FM converter and rf amplifier

in radio receivers. Outlines section, 6B; requires minia-
ture 9-contact socket. Type 19JN8/19CL8A is identi-

cal with type 6JN8 except for heater ratings.

6JN8
6.3

0.45
11

±200 max
100 max

, and Internal

Heater Voltage (ac/dc)
Heater Current
Heater Warm-up Time (Average)
Heater-Cathode Voltage

:

Peak value
Average value

Direct Interelectrode Capacitances :*

Pentode Unit:
Grid No.l to Plate
Grid No.l to Cathode, Heater, Grid No.2, Grid No.:

Shield
Plate to Cathode, Heater, Grid No.2, Grid No.3, and Internal

Shield
Triode Unit:

Grid to Plate
Grid to Cathode, Heater, Pentode Cathode, Grid No.3,
and Internal Shield

Plate to Cathode, Heater, Pentode Cathode, Grid No.3,
and Internal Shield

* With external shield connected to cathode of unit under test.

Class A, Amplifier
MAXIMUM RATINGS (Design-Maximum Values)
Plate Voltage
Grid-No.2 (Screen-Grid) Supply Voltage
Grid-No.2 Voltage

19JN8/
19CL8A

18.9
0.15

L200 max
100 max

0.01

5.5

3.4

1.7

3.2

2.2

volts
ampere
seconds

volts
volts

PF

pF

pF

PF

pF

pF

Triode Unit Pentode Unit
300 300— 300— See curve page 300

volts
volts


