12K4

BbICOKOYACTOTHBIN MEHTON C YAJHHEHHOH XapaKTepHCTHKOH
High-frequency pentode with a tailed characteristic curve

Bricoko4acTOTHBIH [EHTOA ¢ YAJHHEHHON Xa-
pakrepuctukofi 12K4 npeanasHauen Ajas ycHJCHHUSA
HanpsXKeHHs BLICOKOI YacTOTH.

Broixomnble NMeHTOAB ¢ YAJUHEHHOH Xapakrepu-
crukoit  12K4 BeImyckaiooTcs B MeTasdluueckoM
O(OpPMJIEHNH C OKTaJbHHIM IIOKOJIEM, C OKCHIHBLIM
KaroJioM KOCBEHHOTO HakaJja.

BricokouacrorHble nenHroan 12K4 ycrodiuusel K
BO3JEHCTBUIO OKpyzKaloulell Temneparypbt or —60
1o +70°C u orHOcuTesbHOM BJaxkKHocTH 95—989)
npu temneparype +20°C, a TakKe K BO3LeHCTBUIO
MEeXaHHYeCKUX BUOpAIMOHHBIX HArpy3ok 1o 6 g.

Hauboabmuit sec 45 e.

[apantupoBanHas poJaroseusocte 2000 uwacos.

The 12K4 high-frequency pentode with a tailed
characteristic is designed for amplification of
high-frequency voltage.

The 12K4 output pentodes with a tailed cha-
racteristic are enclosed in metal case and are pro-
vided with an octal base and an indirectly heated
oxide-coated cathode.

The 12K4 high-irequency pentodes are resis-
tant to ambient temperature from —60 to +70°C
and relative humidity of 95 to 98% at +20°C, as
well as to mechanical vibration loads up to 6 g.

Maximum weight: 45 gr.

Service life guarantee: 2000 hr.
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AJEKTPHYECKHE JAHHDBIE
ELECTRICAL CHARACTERISTICS

U, 126V Ug 125V Iy,  44%15mA
1, 15012 mA U, —1V ) 4,7+09 mA/V
U, 250V I, 11,8+28 mA S, ') 10—100 pA/V
'y Ipm _
Al Ugi=—14V.

ME)XIY3JEKTPOILHBIE EMKOCTH
INTERELECTRODE CAPACITANCES

Cor 85=17 pF
C,. T7.0%21 pF

Cgra <0005 pF

NPEAEJBHO JONYCTUMBIE 3KCILJIYATALLUOHHBIE JAHHBIE
MAXIMUM AND MINIMUM PERMISSIBLE RATINGS

Max Min Max
u, 138 V 114V P, 33W
U, 330V Pg2 0,7 W
Ug2 220V Uy 10V
U 0
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L, Ipp=1(Ug) S=f(Ug)

1, U, =126V U, =126V
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