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MAXIMUM CIRCUIT VALUES
Grid-Circuit Resistance 0.5 megohm
* Ratine may be as high as 800 volts under cutoff conditions, when tube is used as a cascode
amplifier, the two units are connected in series, and heater is negative with respect to cathode.

6BD4
6BD4A

Refer to chart at end of section.

6BD6

6BD11

6BE3

Refer to chart at end of section.

Refer to chart at end of section.

For replacement use type 6BE3/6BZ3.
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Duodecar type used as damper tube in horizontal-de- nc(2A ^S)*
flection circuits of color and black-and-white television ^(ys,/\>fij)
receivers. Outlines section, 8D; requires duodecar 12- QJ
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contact socket. Types 12BE3 and 17BE3/17BZ3 are tT h

identical with type 6BE3/GBZ3 except for heater ratings. 12GA

17BE3/
6BE3/6BZ3 12BE3 17BZ3

Heater Voltage (ac/dc) «.3 12.6 16.8 volts

Heater Current 1.2 0.6 0.46 ampere
Heater Warm-up Time (Average) — 11 11 seconds
Direct Interelectrode Capacitances (Approx.)

:

Plate to Cathode, and Heater 10 pF
Cathode to Heater, and Plate 8 PF
Heater to Cathode 3.4 pF

Damper Service

For operation in a 525-line, 30-frame system

MAXIMUM RATINGS (Design-Maximum Values)

Peak Inverse Plate Voltage* 5000 volts
Peak Plate Current 1200 mA
Average Plate Current 200 mA
Plate Dissipation 6.6 watts
Heater-Cathode Voltage

:

Peak value +300 —5000 volts

Average value +100 —900 volts

CHARACTERISTIC Instantaneous Value

Tube Voltage Drop for dc plate current of 350 mA 26 volts

# Pulse duration must not exceed 15% of a horizontal scanning cycle (10 microseconds).

6BE6 PENTAGRID CONVERTER
12BE6

Miniature type used as converter in AM and FM re-

ceivers. Outlines section, 5C; requires miniature 7-con-

tact socket. For general discussion of pentagrid types,

see Frequency Conversion in Electron Tube Applications

section. Type 12BE6 is identical with type 6BE6 except

for heater ratings.
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