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TENTATIVE DATA I7BKP4,

I7TBKP4A

% TUNG-SOL s
CATHODE RAY
THE 17BKP4 AND 17BKP4A ARE DIRECT VIEW PICTURE TUBES DESIGNED EOR
TELEVISION APPLICATIONS. THE TUBES ARE IDENTICAL EXCEPT FOR THE ALUM-
INIZED SCREEN ON THE 17BKPYA.
THEIR COMMON FEATURES INCLUDE:
MAGNETIC DEFLEGCTION ELECTROSTATIC FOCUS
UNIPOTENTIAL CATHODE GRAY FILTER FACEPLATE
EXTERNAL CONDUCTIVE COATING EXTERNAL SINGLE FIELD ION TRAP
RECTANGULAR GLASS CONSTRUCTION 1% 5/16" X 11 1/8" RASTER SIZE
ELECTRICAL DATA
FOCUSING METHOD ELZCTROSTATIC
DEFLECTING METHOD MAGNETIC
DEFLECTION ANGLE (APPROX.):
HOR | ZONTAL 85 DEGREES
D1AGONAL 90 DEGREES
DIRECT INTERELECTRODE CAPACITANCES (APPROX.):
CATHODE TO ALL OTHER ELECTRODES 5 e f
GRID #4 TO ALL OTHER ELECTRODES 6 o f
MAX IMUM EXTERNAL CONDUCTIVE COATING TO ANODE 1500 e f
MINIMUM EXTERNAL CONDUCTIVE COATING TO ANODE 1200 £
OPTICAL DATA
PHOSPHOR NUMBER SULFIDE TYPE P—4
FLUORESCENT COLOR WHITE
PHOSPHORESCENT COLOR WHITE
PERS|STENCE MED | UM
FACEPLATE TRANSMISSION AT CENTER (APPROX.): 74 PERCENT
RATINGS
INTERPRETED ACCORDING TO DESIGN CENTER SYSTEM
HEATER VOLTAGE 6.3 VOLTS
HEATER CURRENT 0.450 5% AMP .,
MAX IMUM DC ANODE VOLTAGE 17 600 VOLTS
MAX IMUM DC GRID #4 VOLTAGE -550 TO +1100 VOLTS
MAXIMUM DC GRID #2 VOLTAGE 550 VOLTS
MAXIMUM GRID #4 VOLTAGE:
DC NEGATIVE—BIAS VALUE 155 VOLTS
DC POSITIVE—BIAS VALUE 0 VOLTS
FPOSITIVE-TEAK VALUE 2 VOLTS
MAX IMUM DC PEAK HEATER—CATHODE VOLTAGE:
HEATER NEGATIVE WITH RESPECT TO CATHODE
DURING WARM—UP PERIOD NOT TO EXCEED 45 SECONDS 450 VOLTS
AFTER EQUIPMENT WARM—UP PERIOD 200 VOLTS
HEATER POSITIVE WITH RESTECT TO CATHODE 200 VOLTS
MAX IMUM GRID #4 CIRCUIT RESISTANCE 1B ME GOHMS
HEATER WARM—UP TIME (APPROX.) * 11.0 SECONDS
TYPICAL OPERATING CONDITIONS AND CHARACTERISTICS
DC ANODE VOLTAGE 14 000 VOLTS
DC GRID #4 VOLTAGE —56 Tot++310 VOLTS
DC GRID #2 VOLTAGE 300 VOLTS
DC GRID #4 VOLTAGEA —28 To -72 VOLTS
DC ION TRAP MAGNET STANDARD COIL #447 (APPROX.) 28 MA .
DC ION TRAP MAGNET RATED STRENGTH 31 GAUSES
A\IISUAL EXTINCTION OF FOCUSED RASTER.
*NEATER WARM-UP TIME IS THE TIME REQUIRED FOR THE VOLTAGE ACROSS THE HEATER TERMI NALS TO IN-
CREASE TO 5.0 VOLTS IN THE JETEC TEST CIRCUIT, WITH E=25 VOLTS AND SERIES R=42 OHMS.
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TENTATIVE DATA
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OVERALL LENGTH 15 5/8 + 3/8 INCHES
GREATEST DIMENTSIONS OF BULB:

D IAGONAL 16 5/8 £ 1/8 INCHES

WIDTH 15 3/8 + 1/8 INCHES

HE I GHT 12 9/32 + 1/8 INCHES
MIN. USEFUL SCREEN DIMENSIONS:

WIDTH 14 5/16 INCHES

HE IGHT 1% 1/8 INCHES
BULB CONTACT RECESSED SMALL CAVITY CAP J4-24
BASE SMALL SHELL DUODECAL 6 PIN B6-63
BASING 12L

BULB CONTACT ALIGNMENT
Ji-24 CONTACT ALIGNS WITH PIN POSITION #6 * 30 DEGREES
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PIN 4 — HEATER

PAN. 2= GRID ‘%4
PIN 6 — GRID #4
PIN 40— GRID #2
PIN 44 — CATHODE

PIN 42 — HEATER
ANODE CAP:
GRID NO.3
GRI1D NO.S5

BOTTOM VIEW




