
Technical Data 441

Grid-No.2 Voltage 250 volts

Grid-No. 1 Voltage, Negative-bias value 300 volts

Plate Dissipation" 28 watts
Grid-No.2 Input 6 watte
Average Cathode Current 315 mA
Peak Cathode Current 1100 mA
Bulb Temperature 260 C

MAXIMUM CIRCUIT VALUES
Grid-No. 1 Circuit Resistance:

With feedback type high voltage regulation 1.8 megohms
With shunt-type high voltage regulation (switching mode) .... 2.2 megohms

* Grid-No. 2 tied to plate.

# Pulse duration must not exceed 15% of a horizontal scanning cycle (10 microseconds).

A bias resistor or other means is required to protect the tube in absence of excitation.

Refer to type 6LR8.

Refer to type 6LU8.

Refer to chart at end of section.

Refer to chart at end of section.

Refer to chart at end of section.

Refer to chart at end of section.

21LR8

21LU8

21MY8
22

22BH3

22BH3A

« <y ,c HALF-WAVE 04RU/Q
r.-^TT(j) VACUUM RECTIFIER "D"J
p(«y>—H\Y°) IC 17BW3

nc@1 1 " j®p Duodecar type used as damper tube in horizontal-de-

KKy^V/uT) flection circuits of television receivers. Outlines sec-
N° Qj—® NC ti»n» 8D; requires duodecar 12-contact socket. Type

h h 17BW3 is identical with type 22BW3 except for heater
12FX ratings.

17BW3 22BW3
Heater Voltage (ac/dc) 16.8 22.4 volts
Heater Current 0.6 0.46 ampere
Heater Warm-up Time 11 11 seconds

Direct Interelectrode Capacitances

:

Cathode to Heater and Plate 8.5 pF
Plate to Cathode and Hester 6 pF
Heater to Cathode 3.8 pF

Damper Service
For operation la a 525-line, 36-frame system

MAXIMUM RATINGS (Design-Maximum Values)
Peak Inverse Plate Voltage# 5000 volts
Peak Plate Current 1100 mA
Average Plate Current 175 mA
Plate Dissipation 6.5 watts
Heater-Cathode Voltage

:

Peak value +300 —6000 volts
Average value +100 —900 volts

CHARACTERISTICS, Instantaneous Value
Tube Voltage Drop for plate current of 350 mA 32 volts

# Pulse duration must not exceed 15% of one horizontal scanning cycle (10 microseconds).

Refer to type 6DE4/6CQ4.

Refer to type 6JF6.

Refer to chart at end of section.

Refer to type 6JG6A.
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