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TENTATIVE DATA I7CBP4 

TUNG-SOL r N 

CATHODE RAY 

THE 17CBPY IS A DIRECT-VIEW PICTURE TUBE DESI!GNED FOR TELEVISION APPLI-— 

CATIQNS. EXCEPT FOR THE NON ALUMINIZED SCREEN, THE 17CBP4 IS IDENTICAL TO 
THE 17BUP4. TS FEATURES INCLUDE: 

ELECTROSTATIC FOCUS MAGRETIC DEFLECTION 
UNIPOTENTIAL CATHODE GRAY FILTER FACEPLATE 

EXTERNAL CONDUCTIVE COATING EXTERNAL SINGLE FIELD 10N TRAP 

RECTANGULAR GLASS CONSTRUCTION 18 5/16" X 11 1/8" RASTER SIZE 

ELECTRICAL DATA 

FOCUSING METHOD ELECTROSTATIC 

DEFLECTING METHOD MAGNETIC 

DEFLECTION ANGLE (APPROX.): 

HOR1ZONTAL 85 DEGREES 

VERTICAL €8 DEGREES 

D IAGONAL 90 DEGREES 

DIRECT INTERELECTRODE CAPACITANCES {APPROX.): 

CATHODE TO ALL OTHER ELECTRODES 5 i f 

GRID #1 TO ALL OTHER ELECTRODES 6 i f 
MAX IMUM EXTERNAL CONDUCTIVE COATING TO ANODE 1500 s £ 

MINIMUM EXTERNAL CONDUCTIVE COATING TO ANCDE 1200 fi £ 

OPTICAL DATA 

PHOSPHOR NUMBER SULFIDE TYPE P—4 

FLUORESCENT COLOR WHITE 

PHOSPHORESCENT COLOR WHITE 

PERSISTENCE SHORT 

FACEPLATE TRANSMISSION AT CENTER (APPROX.): T4 PERCENT 

RATINGS 
INTERPRETED ACCORDING TO DESIGN CENTER SYSTEM 

MEATER VOLTAGE 6.3 VOLTS 
HEATER CURRENT 0.6 AMP . 

MAX IMUM DC ANODE VOLTAGE 18 000 VOLTS 

MAX IMUM DC GRID %4 VOLTAGE -500 To +1000 VOLTS 

MAXIMUM DC GRID %2 VOLTAGE 500 VOLTS 

MAX IMUM GRID #4 VOLTAGE : 

DC NEGATIVE—BIAS VALUE 125 VOLTS 

DC POSITIVE~BIAS VALUE 0 VOLTS 

POSITIVE-PEAK VALUE 0 VOLTS 

MAX IMUM DC PEAK HEATER—CATHODE VOLTAGE: 

HEATER NEGATIVE WITH RESPECT TO CATHODE 

DURING WARM—UP PERIGD NOT TO EXCEED 45 SECONDS 410 VOLTS 

AFTER EQUIPMENT WARM—UP PER!OD 180 VOLTS 

HEATER POSITIVE WITH RESPECT TO CATHODE 180 VOLTS 

MAX IMUM GRID #4 CIRCUIT RESISTANCE 1.5 ME GOHMS 

TYPICAL OPERATING CONDITIONS AND CHARACTERISTICS 

BC ANODE VOLTAGE® 12 000 VOLTS 
DC GRID #4 VOLTASGE 50 10 t3K0 VOLTS 

DC GRID #2 VOLTAGE 300 VOLTS 

DC GRID #1 VOLTAGE®D ~28 10 =72 vOLTS 

DC 1ON TRAP MAGMET RATED STRENGTH 30 GAUSSES 

ABRILLIANCE AND DEFINITION DECREASE WITH DECREASING ANODE VOLTAGE. IN GENERAL, THE ANODE 

VOLTAGE SHOULD NOT BE LESS THAN 17,C00 VOLTS. 

BViSuAL EXTHHCTION OF FOCUSED RASTER. 

CONTINUED ON FOLLOWING PAGE 

\_ __/ 
TURG~SOL ELECTRIC INC. ELECTRON TUBE DIVISION BLOOMFIELD, NEW JERSEY, U.S.A, APRIL 1, 1957 PLATE #4946



17CBP4 TENTATIVE DATA 

- TUNG-SOL —~ 
CONTINUED FROM.PRECEDING PAGE 

MECHANICAL DATA 
OVERALL LENGTH 15 1/4 + 3/8 INCHES 

GREATEST DIMENSIONS OF BULB: 
DIAGONAL 16 5/8 t 1/8 INCHES 
WIDTH 15 3/8 t 1/8 INCHES 
HE IGHT 12 9/%2 + 1/8 INCHES 

MIN. USEFUL SCREEN DIMENSIONS: 
D1AGONAL 15 9/16 INCHE S 
WIDTH 14 5/16 INCHES 

HEIGHT 11 1/8 INCHES 

BULB CONTACT RECESSED SMALL CAVITY CAP Ji-214 
BASE SMALL SHELL DUODECAL 6 PIN B6—63 
BASING 12L 
BULB CONTACT ALIGNMENT 

J4-24 CONTACT AL!GNS WITH PIN POSITION #6* 30O DEGREES 
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PIN 42 — HEATER 
ANODE CAP: 

GRID NO. 3 
GRID NO. 5 

PIN 4 — HEATER 

PIN 2 — GRID #4 

PIN 6 — GRID #4 

PIN 4QO— GRID #2 

PIN 44— CATHODE 

\_ BOTTOM VIEW . 


