19FX5

Power Pentode

7-Pin Miniature Type

The 19F XS is the same as the 60F XS5 except for:
Heater Characteristics and Ratings

Curfent « o wowww v v mww ow s v e ow e v 0.300+£0.020 A
Voltage (acordc)at 0.300 A . . . . . . . .. ... ..... 189V
Warmupdime (Average) « o« v« s sws s s sy 286 6 3 @ % 11s

19HR6

Semiremote-Cutoff Pentode

7-Pin Miniature Type

The 19HRG6 is the same as the 6HR6 except for:

Heater Characteristics and Ratings

CUIREIY 4 22 5 2 5 58 FE 6 BB b 2 nw G o e @ 0.150+£0.010 A
Voltage (acor de)at 01504 . <« o s v s s 5 4 e 5 5 5 5 189V
Warm-up time (Average) . . . . . ... ... ... ...... 17 8

19HS6

A g

Sharp-Cutoff Pentode

7-Pin Miniature Type

The 19HS6 is the same as the 6 HS6 except for:

Heater Characteristics and Ratings

Current . . . . ... e e e e 0.150+£0.010 A
Voltage (acordc)at 0.1S0A . . . . . .. .. .. ...... 189V
Warm-npitime CAVErage) s v s s sow o @ & ¢ s lss 5 & & e 174
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