
Technical Data 441

Class A, Amplifier
MAXIMUM RATINGS (Design-Maximum Values) TriodeUnit Pentode Unit
Plate Voltage 300 300
Grid No.2 < Screen-Grid) Supply Voltage — 300
Grid No.2 Voltage — See curve page
Grid No.l (Control-Grid) Voltage, Positive-bias value 0 0
Plate Dissipation 2.5 2.5
Grid No.2 Input:

For grid-No. 2 voltages up to 150 volts — 0.55
For grid-No.2 voltages between 150 and 300 volta — See curve page

CHARACTERISTICS
P late Voltage 125 125
Grid-No.2 Voltage — 125
Grid-No. 1 Voltage —1 —

1

Amplification Factor 46 —
Plate Resistance (Approx.) 5400 200000
Transconductance 8500 7500
Plate Current 13.5 12
Grid-No.2 Current — 4
Grid-No. 1 Voltage (Approx. ) for plate current

of 10 M —8 —8
MAXIMUM CIRCUIT VALUES
Grid-No.l-Circuit Resistance

:

For fixed-bias operation 2.2 2.2
For cathode-bias operation 2.2 2.2
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MEDIUM-MU TRIODE—
SEMIREMOTE-CUTOFF PENTODE
Miniature type used as FM rf amplifier and autodyne
mixer. Outlines section, 6B, except center pin is added
to base; requires miniature 10-contact socket. Heater:
volts, 18.9; amperes, 0.15; warm-up time, 17 seconds;
maximum heater-cathode voltage, ±200 peak, 100 av-
erage.

Class At Amplifier

MAXIMUM RATINGS (Design-Maximum Values)
Plate Voltage
Grid-No.2 (Screen-Grid) Supply Voltage
Grid-No.2 Voltage
Grid-No.l (Control-Grid) Voltage, Positive-bias value
Plate Dissipation
Grid-No.2 Input

CHARACTERISTICS
Plate Voltage
Grid-No.2 Voltage
Grid-No.l Voltage
Amplification Factor
Plate Resistance
Transconductance
Plate Current
Grid-No.2 Current
Grid-No.l (Approx.) for plate current of 20 ....

MAXIMUM CIRCUIT VALUES
Grid-No.l-Circuit Resistance:

For fixed-bias operation
For cathode-bias operation

Triode Pentode
Section Section
330 330 volts

330 volts
See curve page 98

ft 0 volts
2.5 3 watts

0.55 watt

125 100 125 volta
70 125 volts

—1 —

1

volt
40

5000 200000 ohms
8000 7000 6500 ^cmhos

14 12 mA
4 mA

—9 —9 volts

0.5 0.25 megohm
1 1 megohm

Refer to chart at end of section. 19T8

Refer to type 6X8A.

Refer to chart at end of section.

Refer to chart at end of section.
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