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18102 THYRODE

The IBI02 is a mica~window beta counter
tube designed to meet both laboratory and field
A requtrements,

Photosensitivity and the effects of static
charges on the window have been practically
K eliminated by the use of a halogen quenching

SYMBOL gas.

The 1BI02 Thyrode has been equipped with
4 a RMA medium Y-pin tube base to facilitate
mounting in laboratory and field equipment.

Resistance to vibration and shock is much

A greater than that of the 1B67.
CHARACTERISTICS
BASE YIEW
THRESHOLD VOLTAGE*...........{(Max.} 825 VoL TS
PLATEAU LENGTH*.. ... . 0 u... (MIN.) 150 VoLTS
PLATEAU SLOPE*..... beranae...(MAX.) 10 %/ 100 VOLTS
(V°= 800 To 1000 V)
~ RECOVERY TIME....... vt vmennannnnn, 200 MSEC
[ BACKGROUND. ......... et e e e 40 c/M
(VO= 900 V)
o 3 UNLIMITED 8Y USE
{AT 6000 c/m, Vo= 900 V)
ACTIVE LENGTH....... L et e e 1.7 INCHES
WINDOW (MICAY . vttt it e te v e e 2 MG/CM
1q~ ELECTRODE CAPACITANCE......... ..., 2.5 BUF
= *NEW TUBES RATINGS
OPERATING VOLTAGE............ (Min.) B850 VorTs
(Max.} 950 VOLTS
AMBIENT TEMPERATURE. .. vovvr.. (Min.)} =55 2C
K] {(Max.} +70 C
ﬁ RELATIVE HUMIDITY .. v vevean.- (Max.} 100 %
t
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