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RATINGS
INTERPRETED ACCORDING TO RMA STANDARD MB8-210
MAX iMUM PLATE VOLTAGE 100 VOLTS
MAX IMUM SCREEN (G} AND GS) VOLTAGE bbb} VOLTS
MAX IMUM SCREEN SUPPLY VOLTAGE 30 VOLTS
MAX IMUM ANODE GRID (G2) VOLTAGE 90 VOLTS
MAX IMUM TOTAL CATHODE CURRENT 6.0 MA .
DIRECT {NTERELECTRODE CAPACITANCES
TUBE SHIELD CONNECTED TO NEGATIVE FILAMENT
SIGNAL GRID (6G4) To MIXER PLATE (P) 0.34 puf
SIGNAL GRID (G4) To 0SC. PLATE {G2) 0.26 upf
SIGNAL GRID (G4) To 0SC. GRID (64) 0.12 puf
csc. GRID (64) To osc. PLATE (62) 0.90 upf
SIGNAL INPUT: G4 TO {F+G4+G62+G3+G5+P+SHIELD) 7.00 puf
0SC. OUTPUT: G2 TO (F+G63+G4+GS+P+SHIELD) 4,20 uuf
0SC. INPUT: G4 TO (F+G3+G4+G5+P+SHIELD) 4.00 upf
MIXER OUTPUT: P TO (F4G64+62+63+u4+G5+SHIELD) 7.50 uf
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CONT INUED FROM PRECEDING PAGE
TYPICAL OPERATING CONDITIONS AND CHARACTERISTICS
CONVERTER SERV ICE
PLATE VOLTAGE 90 VOLTS
SCREEN {G3 AND G5) VOLTAGE 45 VOLTS
ANODE GRID {G2) VOLTAGE 90 VOLTS
CONTROL GRID (G4) VOLTAGE™ 0 VOLTS
0SC. GRID (G4) RESISTOR 200 000 OHMS
PLATE RESISTANCE 0.35 ME GOHM
CONVERSION TRANSCONDUCTANCE 350 UMHOS
CONTROL GRID YOLTAGE
FOR TRANSCONDUCTANCE=2 MMHOS (APPROX.) ~14.5 VOLTS
PLATE CURRENT 1.5 MA .
SCREEN CURRENT 1.3 MA.
ANODE GRID CURRENT 1.6 MA .
0SC. GR1D (G4) CURRENT 0.035 MA .
TOTAL CATHODE CURRENT 4.4 MA .
A RETURK TO NEGATIVE FILAMENT PiN #7
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