
iS4 

i 
f 

Replacement Type 

TYPE IS4 

(GLASS BUTTON BASE) 

MINIATURE BATTERY 

OUTPUT BEAM TETRODE 

G2 

BRIMAR type 154 is one of the new range of miniature battery valves introduced 

for replacement use in existing "personal " receivers. It has now been 

superceded by type 3S4. 

Filament Voltage 

Filament Current 

Anode Voltage 

Screen (G2) Voltage... ... 

Cathode Current (no signal) 

Cathode Current (max. signal) 

RATINGS 

CHARACTERISTICS 

1.4 volts 

0.1 amp. 

90 volts max. 

67.5 volts max. 

9.0 mA max. 

11.0 mA max. 

Anode Voltage 45 67.5 90 volts 

Anode Current 3.8 7.2 7.4 mA 

Screen Voltage ... 45 67.5 67.5 volts 

Screen Current ... ... 0.8 1.5 1.4 mA 

Control Grid (G1) Voltage ... —4.5 ~-7 —7 volts 

Mutual Conductance ... 1.25 1.55 1.575 mA~V 

Anode Impedance 0.1 0.1 0.1 meg. 

Optimum Load 8,000 5,000 8,000 ohms 

Power Output 0.075 0.18 0.27 watts 

Harmonic Distortion 12 10 12 percent. 

For characteristic curves refer to type 354 (parallel filament connection). 
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