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MINIATURE TYPE 

COATED FILAMENT 

1.25 VOLTS 

AC 

200 MA. 

ANY MOUNTING POSITION 

PINS j AMO 7 MAY RE USED AS TIE 
POINTS FOR FILAMENT DROPPING RE-
SISTOR ANO HIGH VOLTAGE fIITER 
RESISTOR OR CONNECTED TO FILA-
YEMT. DO NOT CONNECT TO LOR PO-
TENTIAL CIRCUITS. 

BOTTOM YIEM 
MINIATURE BUTTON 

9 PIN BASE 

THE 1X2 IS A FILAMENTARY DIODE USING THE MINIATURE CONSTRUCTION. IT IS DE-
SIGNEDFOR USE IN TELEVISION SET AS A HIGH VOLTAGE RECTIFIER TO SUPPLY 
POWER TO THE ANODE OF THE PICTURE TUBE. IT CAN BE USED IN BOTH RF AND FLY—
BACK TYPES OF POWER SUPPLIES AS WELL AS FOR USE AT POWER LINE FREQUENCY. 

DIRECT INTERELECTRODE CAPACITANCES 

PLATE TO FILAMENT: (P TO F) 

RATINGS 
INTERPRETED ACCORDING TO RNA STAXDARD MB-210 

1 µµf 

FILAMENT VOLTAGE 1,25 VOLTS 

FILAMENT CURRENT 2OO MA. 

MAXIMUM PEAK INVERSE PLATE POTENTIAL Z5 OOO VOLTS 

MAXIMUM PEAK PLATE CURRENT lO MA. 

MAXIMUM DC -LOAD CURRENT Z MA. 

MAXIMUM FREQUENCY OF SUPPLY VOLTAGE 3OO KC 

TUBE VOLTAGE DROP WITH TUBE CONDUCTING 7 MA. LOO VOI TS 
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