
204-A 
R-F POWER AMPLIFIER, OSCILLATOR, 

CLASS B MODULATOR 
Filament Thoriated Tungsten 
Voltage 11 a—c or d-c¢ volts 
Current 3.8 amp. 

Arplification Factor 23 
Direct Interelectrode Capacitances (approx.): 
Grid to Flate 15 puf 
Grid to Filament 12.5 pf 
Plate to Filament 2.3 uisf 

Cverall Length 14-1/4" £ 1/8" 
Max imum Diameter 4-1/16" 
Bulb T-32 
Cap No. 1904 
Base No.3502 

MAX IMUM RATINGS and TYPICAL OPERATING CONDITIONS 

A-F_POWER AMPLIF IER & MODULATOR — Class B 
D~C Plate Voltage 3000 max. volts 
Max.-Signal D-C Plate Current* 275 max.  ma. 
Max.-Signal Plate Input™ 600 max. watts 
Plate Dissipation* 250 max. watts 
Typical Operation -~ 2 tubes: 

Unless otherwise specified, values are for 2 tubes. 

Filament Vol tage 11 11 11 a—c volts | 
D~C Plate Voltage 2000 2500 3000 volts 
D~C Grid Voltage -60 -80 =100 volts 
Peak A~F Grid-to-Grid volt. 500 500 500 volts 

Zero-Sig. D-C Plate Cur. 80 80 80 ma, 
Max.-Sig. D-C Plate Cur. 500 420 372 ma. 
Load Resistance tper tube) 2200 3400 5000 ohms 
Fffective Load Resistance 

(plate to piate! 8800 13600 20000 ohms 
Max.-Signal Driving Power 20 18 18 approx.watts 
Max.-Signal Power Qutput 600 650 700 approx.watts 

hd Averaged over any audic—frequency cycle. 

R-F POWER AMPLIF IER - Class B Telephony 

Carrier comditions per tube for use with a max. modulation fact. of 1.0 

D-C Plate Voltage 2500 max. . volts 
D-C Plate Current 225 max.  ma. 
R-F Grid Current 8 max. amp. 
Plate Input 400 max. watts 
Plate Dissipation 250 max. watts 
Typical Operation: 

Filament Voltage 11 11 a-c volts 
D-C Plate Voltage 1500 2000 volts 
D-C Grid Voltage -50 =70 volts 
Peak R-F Grid Voltage 170 165 volts 
D-C Plate Current 200 160 ma. 
Driving Power ** © 18 15 approx.watts 
Power Qutput 80 100 approx.watts 

3% 0. See next page. 
(continued oa mext page) 
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204-A 
R-F POWER AMPLIFIER, OSCILLATOR, 

CLASS B MODULATOR 
{continued from preceding page) 

PLATE-MODULATED R—F POWER AMPLIF IER — Class C Telephony 
Carrier conditions per tube for use with a mx. modulation fact. of 1.0 

D-C Plate Voltage 2000 max. volts 
D-C Grid Voltage -500 max. volts 
D-C Plate Current 275 max. ma. 
D~C Grid Current 80 max, ma. 
R-F Grid Current 8 max. amp. 
Plate Input 550 max. watts 
Plate Dissipation 167 max. watts 
Typical Operation: 

Filament Voltage 11 11 a~c volts 
D-C Piate Voltage 1500 2000 volts 
D-C Grid Voltage 200 -250 volts 
Peak R-F Grid Voltage 450 500 volts 
D-C Plate Current 250 250 ma. 
D-C Grid Current ** 35 35 approx.ma. 
Oriving Power ** 20 20 approx.watts 
Power Output 225 350 approx.watts 

R-F_POWER AMPLIFIER & OSCILLATOR ~ Class C Telegraphy 

Key~down conditions per tube without modulation #¥ 

D-C Plate Voltage 2500 max. volts 
D-C Grid Voltage -500 max. volts 
D-C Plate Current 275 max. ma. 
D~C Grid Current 80 max. ma. 
R-F Grid Current 10 max.  amp. 
Plate Input 690 max., watts 
Plate Dissipation 250 max., watts 
Typical Operation: 

Filament Voltage 1 11 11 a—c volts 
D-C Plate Voltage 1500 2000 2500 volts 
D-C Grid Voltage -150 -175 =200 volts 
Peak R-F Grid Voltage 400 425 440 volts 
DC Plate Current 250 250 250 ma. 
D~C Grid Current ** 30 30 30 approx.ma. 
Driving Power *¥ 15 15 15 approx.watts 
Power Qutput 240 350 450 approx.watts 

¥¥ Subject to wide variations as explalned on sheet TRANS, TUBE RATINGS, 
## Modulation essentially negative may be used If the positive peak of 

t?e[audlo—irequency envelope does not exceed | I5% of the carrier con- 
ditions, 

© at crest of audlo-frequency cycle with modulation factor of 1.0, 

For use of the 204-Aat the higher frequencies, refer to sheet 
TRANS. TUBE RATINGS vs FREQUENCY. 
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R-F POWER AMPLIFIER, OSCILLATOR 
204-A 

CLASS B MODULATOR 

=
 . iy i 

bty 

B/'I’GR-‘J 

800 

e 1. 

25— 

1l = 
[=—N23502 BASE 

3" APPROX. 

[e— al{gMAx. 

-~ 215 APPROX. 

_l—flrAs 

T32 BULB 

N21904 CAP 

v 

P/ 

TUBE SYM 
To 

FIL. 

PLATE 

TYPICAL CHARACTERISTICS 

\ 0.35[ 

T T T 
TYPE 204-A 

\ 
E¢=11 VOLTS A.C. 

\ 0.3 

[
 

-
 

Fo
n 
o
 

0.2 

m 

G
R
I
D
 
A
M
P
E
R
E
S
 

fod
 

T
 1
 

L
 

0
e
 

8
6
T
 

L
~
 
Q
0
%
r
 

O.1 

ot
 

\ 

- 
| 

yr
od
 
A
 

S
 

0
0
 

0.05 

*
 

/¢
 

A
 

[ 

% o i 

J
 

1000 
PLATE VOLTS 

T - 
1500 2000 2500 

92C-4456R! 

BOL & CONNECTIONS 
E ND-MOUNTINGS 

GRID FlL. 

RCA TYPE 
UT-1085 

RCA TYPE 
uT-1086 

Juty 11, 1928 14-36) RCA RADIOTRON DIVISION 
RCA MANUFACTURING COMPANY. INC 

DATA 2



RCA MARUFACTURING COMPANY. INC. 
RCA RADIOTRON DIVISION JUNE 3,1935 92C-4508 

PLATE AMPERES 

FENENNE N EWEN RSN . HH T e 

Ef =11 VOLTS A.C. 

T T T I T 

Qe 

i 

1
5
0
0
 

2
0
0
0
 

P
L
A
T
E
 
VO
LT
S 
(E
p)
 

AVERAGE PLATE CHARACTERISTICS 

204-A


