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Obsolete Type 

For Reference Only 
TYPE 2103 

(U.X. BASE) 

BATTERY DOUBLE 
PENTODE 

CHARACTERISTICS 

Filament Volts ... 
Filament Current ... 
Anode Voltage ... 
Anode Current ... 
Screen (G2) Voltage... 
Screen Current ... 
Control Grid (G1) Voltage 
Mutual Conductance ... ... 
Optimum Load (Anode to Anode) 
Power Output ... ... 

Obsolete Type 

For Reference Only 

TYPE 2151 

(U.X. BASE) 

POWER PENTODE 

cz 

2.0 volts 
0.26 amp. 
135 volts 
4.0 mA 
135 volts 
1.2 mA 

—7.5 volts 
1.6 mA/V 
24,000 ohms 
0.6 watts 

G3 

Heater Voltage 
Heater Current 

CHARACTERISTICS 

Single Valve 
... ... 14 

0.3 

Push-Pull (2 valves). 
volts 
amp. 

Anode Voltage 250 250 volts 
Anode Current ... 47 94 mA 
Screen (G2) Voltage 250 250 volts 
Screen Current ... ... 11.6 23 mA 
Control Grid (G1) Voltage —31 —31 volts 
Cathode Bias Resistor ... 500 250 ohms 
Anode Impedance 50,000 -- ohms 
Mutual Conductance 2.4 — mA/V 
Optimum Load ... 5,000 7,000* ohms 
Power Output ... ... ... ... 5.0 12 watts 

* Anode to Anode load. 

VALVES 

lisl 
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