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TENTATIVE DATA 

- 

. 

68Q66TN25BQ6GT 

TUNG-SOL ~ 

BEAM PENTODE 

R 
16 

MAX 

P . 
COATED UNIPOTENTIAL CATHODE ] P 

T-9 5" HEATER [ 
3is ¢ M 
MAX. 265.0 VOLTS 0.3 AMP. === 

3% AC OR DC ® ; 
MAX 

. ANY MOUNTING POSITION \ K 

Uu [ BOTTOM VIEW 
|_ J INTERMED IATE SHELL 

7 PIN OCTAL 
MAX 6AM 

GLASS BULB 

THE 25BQ6GT S A BEAM PENTODE DESIGNED SPECIFICALLY FOR USE AS A HORI- 
ZONTAL DEFLECTION AMPLIFIER IN TELEVISION RECEIVERS USING MAGNETIC 
DEFLECTION. THE PLATE IS BROUGHT OUT TO A TOP CAP FOR ISOLATION OF THE 
HIGH VOLTAGE AND CONVENIENCE IN CIRCUIT LAYOUT. IT'S ELECTRICAL CHARAC- 
TERISTICS ARE SUCH AS TO PROVIDE GOCD PERFORMANCE WHERE THE SUPPLY 
VOLTAGES ARE LIMITED. 

DIRECT INTERELECTRODE CAPACITANCES 
WITH NO EXTERNAL SHIELD 

GRID TO PLATE: (G4 TO P) 0.95 M f 

INPUT: G4 TO (H+K&BP+G;) 14 wpf 
OUTPUT: P TO (HHK&BP+G)) 9.5 MR E 

RATINGS -~ aBSOLUTE vALUESA 

HOR1ZONTAL DEFLECTION AMPLIFIER 
FOR OPERATIOK IN A 525 LINE, 30 FRAME SVSTEHB 

HEATER VOLTAGE 25.0 vOoLTS 
MAXIMUM PEAK HEATER-CATHODE VOLTAGE 200 voL TS 
MAXIMUM PLATE SUPPLY VOLTAGEC 600 YOLTS 

MAXIMUM GRID #2 VOLTAGE 220 vOoLTS 
MAXIMUM NEGATIVE OC GRID #1 VOLTAGE -5 VOLTS 
MAX IMUM PLATE INPUT 35 WATTS 
MAX IMUM PLATE DISSIPATION 12 WATTS 
MAX IMUM GRID #2 INPUT 2.8 WATTS 

MAXIMUM PLATE CURRENT 110 MA . 
MAX IMUM PEAK POSITIVE PLATE SURGE VOLTAGED 5500 VOLTS 
MAX IMUM PEAK NEGATIVE GRID #i SURGE VOLTAGED -160 VOLTS 

MAX IMUM GRID #4 CIRCUIT RESISTANCE 0.6 ME GOHM 

AABSDLUTE MAX|MUM RATINGS ARE THE LIMITING VALUES ABOVE WHICH THE SERVICEABILITY OF THE TuUBE MAY 

BE IMPAIRED FROM THE VIEWPOINT OF LIFE AND SATISFACTORY PERFORMANCE. THEREFORE, IN ORDER XOT TO 

EXCEED THESE ABSOLUTE RATINGS, THE EQUIPMENT DESIGNER WAS THE RESPOKSIBIL|TY OF DETERMINING AN 
AVERAGE DESIGN VALUE FOR EACH RAT!NG BELOW THE ABSOLUTE VALUE OF THAT RATIKG BY AN ANOUNT SUCH 

THAT THE ABSOLUTE VALUES WILL NEVER BE EXCEEDED UNOER ANY USYAL CONDITION OF LINE VOLYAGE VAR|- 

ATION, MANUFACTURING VARIATIONS ([ INCLUDING COMPONENTS) IN THE EQUIPMENT ITSELF, OR ADJUSTMENTS 

OF CONTROLS. 

BAS DESCRIBED $N "STANDARDS OF 4000 ENGINEERING PRACTICE CONCERNING TELEVISION BROADCAST 

STATIONS,™ FEDERAL COMMUNICATIONS COMMISSIOK. 

cLIMI‘I'ATI()M ON MAXIMUM DC PLATE SUPPLY POTENTIAL ESTABLISHED BY NO-SIGNAL PLATE DiSSIPATION 

WHICH IN TURN 15 DEPENDENY UPON CIRCUJTRY. 

DTNE OUTY CYCLE OF THE VOLTAGE PULSE MUST NOT EXCEED 15% OF ONE SCANNING CYCLE AND ITS DURATION 

MUST BE LIMITED TO 10 MICROSECONDS. 

CONTINUED ON FOLLOWING PAGE 

_J 
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25BQ6GT (6BQ66T) 

s 

TENTATIVE DATA 

TUNG-SOL 

CONTINUED FROM PRECEDING PAGE 

TYPICAL OPERATING CONDITIONS AND CHARACTERISTICS 

CLASS A; AMPLIFIER 

HEATER VOLTAGE 25.0 VOLTS 
HEATER CURRENT 0.3 AMP, 
PLATE VOLTAGE 250 VOLTS 
GRID #2 VOLTAGE 150 VOLTS 
GRID #1 VOLTAGE ~22.5 VoL TS 
PLATE CURRENT 55 MA . 
GRID #2 CURRENT 2.1 MA . 
TRANSCONDUCTANCE 5500 UMHOS 

G4 TO G, AMPLIFICATION FACTOR 4.5 

HORIZONTAL OEFLECTION AMPLIFIER a 
FOR OPERATION I® A 525 LINE, 30 FRAME SYSTEM 

NOYE NOTE NOTE NOTE 
E F [ [] 

HEATER VOLTAGE 25.0 25.0 25.0 25.0 NVOLTS 
HEATER CURRENT 0.3 0.3 0.3 0.3 AMP. 

O oaPL Y yOLTAGE: 250 270 360 250 vouTs 
FROM DC BOOST 100 80 100 VOLTS 
TOTAL SUPPLY VOLTAGE 2 370 440 350 VOLTS 

OPERATING GRID #2 VOLTAGE 130 130 105 140 vOoLTS 
GRID #2 DROPPING RESISTOR 10 000 24 000 67 000 18 000 OHMS 
CATHODE BIAS RESISTOR 47 100 100 43 OHMS 

CATHODE BY-PASS CAPACITOR 10 10 10 10 154 

P S N VoL TAGE. (apPROX.)Y T 75 75 75 vouts 
P OLTRGE  (APPROX ) K 2500 3600 450 3000 voiTs 
PICTURE TUBE ANODE 

VOLTAGE (APPROX.)K 10 000 10 000 10 000 10 000 VOLTS 
PLATE CURRENT 90 60 60 99 MA . 
GRID #2 CURRENT 12 10 5 11.5 MA . 
GRID #1 CURRENT 30 30 40 30 MA. 
GRID #1 RESISTANCE 0.47 0.47 0.u47 0.47 ME GOHM 
PLATE DISSIPATION (APPROX.) 6 8 8 8 WATTS 

S AL 11.5 11.5 11.5 115 incHes 

BAS DESCRIBED IN "STANDARDS OF GOOO ENGINEERING PRACTICE CONCERNING TELEVISION BROADCAST 

\ 

L 

STATIONS, ™ FEDERAL COMMUNICATIONS COMMISSION. 

EG\RECT—COUPLED CIRCUIT USING HIGH-IMPEDARCE YOKE, LAPPROX. 30 WM ! HAZELTINE BULLETIN 7060 
MODIFIED TO INCORPORATE CHARGING CHOKE WITH AUTO WINDIRG FOR HIGH VOLTAGE. 

FTRAISFORIER—COUPLED CIRCUIT USING B.3 MH. 
RESISTOR. 

GTRAISFORIERVCOUPLEB CIRCUIT USING 8.3 MH. YOKE AND ELECTROMETRIC $-10-80 TRANSFORMER. 

HTRAISFONHER—COUPLED CIRCUIT USING 6.E. TTJL TRANSFORMER. 

JIEGATIVE PEAKING USEC. ADJUST SHAPE OF GRID VOLTAGE FOR MINIMUM PLATE !NPUT. 

KIEASURED WITH 100 UA TOTAL PICTURE TUBE DRAEN. 

YOKE AND RAM R33 TRANSFORMER OMITTING DAMPER LOAD 

./ 
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(68Q66T)258Q6GT 

2580667 
PENTODE CONNECTION 

Ef = 25.0 Volts 
Ec, = 150 Volts DC 
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(eBQ6GT) 25BQ6GT 

TUNG-SOL -~ 

BEAM PENTODE 
- 1% 
MAX. 

[ 1 COATED UNIPOTENTIAL CATHODE 

T-9 3;: HEATER 
16 s 25.0 VOLTS 0.3 AMP. 

3%‘ AC OR DC 

MAX, 
ANY MOUNTING POSITION 

— (738 

UUUUU BOTTOM VIEW 
e l_s_'__ INTERMEDIATE SHELL 
2 7 PIN OCTAL 
MAX 6AM 

GLASS BULB 

THE 25BQ6GT IS A BEAM PENTODE DESIGNED SPECIFICALLY FOR USE AS A 
HORIZONTAL DEFLECTION AMPLIFIER IN TELEVISION RECEIVERS USING MAGNETIC 
DEFLECTION. THE PLATE 1S BROUGHT OUT TO A TOP CAP FOR ISOLATION OF THE 
HIGH VOLTAGE AND CONVENIENCE INCIRCUIT LAYOUT. ITS ELECTRICAL CHARACTER- 
ISTICS ARE SUCH AS TO PROVIDE GOOD PERFORMANCE WHERE THE SUPPLY VOLTAGES 
ARE LIMITED. 

DIRECT INTERELECTRODE CAPACITANCES 

GRID #1 TO PLATE: (G4 TO P) 0.6 uuf 
INPUT: G, TO (H+K+G,+BP) 15 M f 
OQUTPUT: P TO (H1K+G,+8P) 7.5 L f 

RATINGS 
INTERPRETED ACCOROING TO RMA STANDARD M8-210 

HOR1ZONTAL DEFLECTION AMPLIFIER? 

HEATER VOLTAGE 2.0 VOLTS 

MAX IMUM HEATER—CATHODE VOLTAGE: 
HEATER NEGATIVE WITH RESPECT TO CATHODE: 

TOTAL DC AND PEAK 200 VOLTS 
HEATER POSITIVE WITH RESPECT TO CATHODE: 

DC 100 VvOLTS 
TOTAL DC AND PEAK 200 VOLTS 

MAXIMUM DC PLATE SUPPLY VOLTAGE (BOOST + POWER SUPPLY) 550 VOLTS 
MAXIMUM PEAK POSITIVE PLATE VOLTAGE (ABSOLUTE MAXIMUM} 6 50O voL TS 

MAXIMUM PEAK NEGATIVE PLATE VOLTAGE 1 250 VOLTS 
MAXIMUM PLATE DISSIPATIOND 11 WATTS 
MAXIMUM PEAK NEGATIVE GRID #4 VOLTAGE 300 VOLTS 

MAX IMUM DC GRID #2 VOLTAGE 175 VOLTS 
MAXIMUM GRID #2 DISSIPATION 2.5 WATTS 
MAX IMUM AVERAGE CATHODE CURRENT 110 MA. 

MAXIMUM PEAK CATHODE CURRENT 400 MA . 

MAXIMUM GRID #4 CIRCU!T RESISTANCE 0.47 ME GOHM 
MAXIMUM BULLB TEMPERATURE (AT HOTTEST POINT) 220° CENTIGRADE 

A'F!)l OPERATION IH A H25-LINE, 3O-FRAME SYSTEM AS DESCRIBED M "STARDARDS OF GOOD ENGINEERING 

PRACTICE FOR TELEVISION BROADCASTING STATIONS; FEDERAL COMMUNICATIONS COMMISSION". THE DuTY 

CYCLE OF THE YOLTAGE PuLSE' NOT TO EXCEED 15 PERCENT OF A SCAI!IIHG CYCLE. 

Bll STAGES OPEEATIIG WITH GRID-LEAK B1AS, AK ADEQUATE CATHODE BI1AS RESISTOR OR OTHER SUITABLE 

MEANS IS REQUIRED TO PROTECT THE TUBE IN THE ABSENCE OF EXCITATION, 

CONTINUED ON FOLLOWING PAGE 

—»IRDICATES & CHANGE OR ADDITION. 
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25BQ6GT CeBQSGT) 

r TUNG-SOL 

CONTtWUED FROM PRECEDING PAGE 

TYPICAL OPERATING CONDITIONS AND CHARACTERISTICS 

CLASS Ay AMPLIFIER 

HEATER VOLTAGE 25.0 VOLTS 

HEATER CURRENT 0.3 AMP . 

PENTODE CONNECTION:C 
PLATE CURRENT 55 MA. 

GRID #2 CURRENT 2.1 MA. 

TRANSCONDUCTANCE H K00 UMHOS 

PLATE RESISTANCE 20 000 OHMS fo— 

2ERO-B1AS:D 
PLATE CURRENT 225 MA . jo— 

GRID #2 CURRENT 25 MA . le— 

cut-oFf:E 
GRID #1 VOLTAGE (APPROX.) -u6 VoL TS 

TRIODE AMPLIFICATION FACTORF 4.3 jo— 

CIITM Ep = 25090LTS, €¢p = 150 VOLTS AND Ecy = -22.5 VOLTS. 

Oy tn E, = 60 VOLTS AND Ec2 = 150 VOLTS. 

EH)R 1b = 1 MA. WITH £ = 250 VOLTS AND Ecp = 150 vOLTS 

Fuitn €, = Ec2 = 150 VOLTS AND Ec) = -22.5 VOLTS 

—» I NDICATES A CHANGE OR ADDITION. 

PLATE 

3151 
cEB. 2 

1953 
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(68066T)258Q6GT 

258066T 
PENTODE CONNECTION 

E¢ = 25.0 Volts 
Ec, = 150 Volts DC 
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