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TECHNICAL    DATA

The   EIMAC   Type   7289/3CX100A5   is   a   rugged   ceramic/metal

planar triode designed  for use  in  CW, grid-  or plate-pulsed oscillator,
amplifier or  frequency  multiplier  service  up  to  3  GHz.  The  tube  may

also  be  used  in  pulse  modulator  or  voltage  regulator  service.  The
7289  is  supplied  with  an  air  cooled  radiator  for  forced  air  cooling.

®

The   7289   features   high   mu,   high   transconductance,   great  me-
chanical  strength and  low  interelectrode  capacitance.

Note:    The   data   for  the  7289/3CX100A5  also  apply  to  the  2C39A

and  2C39WA  in  all  respects,  except  that  filament  voltage  for  2C39A
is  6.3  volts.

GENERAL  CHARACTERISTICSI

ELECTRICAL

Cathode:  Oxide  Coated,  Unipotential
Heater:    Voltage     .....................................

Current,  at'6.0  volts    ............................,

Transconductance (Average):
Ib=  70  rnA,  Eb     =  600  Vdc      ..............................

Amplification  Factor  (Average)
Direct lnterelectrode  Capacitance (grounded  cathode)  2

Cin...............................

6.0  ±  0.3    V

1.0A

25   mmhos
100

6.30   pF

cout    .............................................. 035    pF

cgp  ..............................................                       2.00    pF

Cut-off  bias3  ..........................................- 25    V  max

1.    Characteristics  and  operating  values  are  based  upon  performance  tests.  These  figures  may  change  without  notice
as  the  result  of  additional  data  or  product  refinement.   EIMAC  Division  of  Varian  should  be  consulted  before  using
this  information  for  final  equipment  design.

2.    Capacitance  values  are  for  a  cold  tube  as  measured   in  a  special   shielded  fixture.  When  the  cathode  is  heated to
the  proper  temperature,  the  grid-cathode  capacitance  wi 11   increase  from  the  cold  value  by  approximately  1  pF due  to
thermal  expansion  of  the  cathode.

3.    Measured  with  one  milliampere  plate  current  and  a  plate  voltage  of  1   kvdc.
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MECHANICAL

Maximum  Overall  Dimensions

Length....................

Diameter...................

Net  Weight    ...................

Operating  Position   ..............
Maximum  Operating Temperature:

Ceramic/Metal  Seals  ...........
Anode  Core  .................

Cooling........

Terminals......

ENVIRONMENTAL

Shock,11  ms,  non-operating  ..........
Vibration,  operating,  all  axis,  55 to  500 Hz
Altitude,  max  (in  suitably designed  circuit)

RANGE  VALUES  FOR  EQUIPMENT  DESIGN

Heater:  Current at 6.0 volts
Cathode  Warmup  Time   .  .  .
Interelectrode  CapacitanceT  (grounded  cathode  connection)

Cin......,

Cout......

Cgp.......

2

A

..        2.701in;68.60    mm

..         1.264in;32.11    mm

.....         2.2oz;63    gin

•...........         Any

...........      250OC

...........      250OC

.........  Forced  Air

.....   Coaxial,  special

....        60

....         10

..     60,000

Min.           Max.

.......         0.901.05    A

60        ---    sec.

•......         5.60       7.00pF
---0.95pF

.......         1.95       2.15    pF

1.    Capacitance  values  for  a  cold  tube  as  measured   in  a  special  shielded  f ixture.  When  the  cathode  is  heated to the

proper  temperature,  the  grid-cathode  capacitance  wHl   increase  from  the  cold  value  by  approximately  1   pF   due to
thermal  expansion  of the  cathode.

CW  RF  POWER  AMPLIFIER  OR  OSCILLATOR

ABSOLUTE  MAXIMUM  BATINGS

DC  PLATE  VOLTAGE   ........       1000    VOLTS

DC   GRID  VOLTAGE  .........- 150    VOLTS

INSTANTANEOUS  PEAK  GPID-CATHODE  VOLTAGE

Grid  negative  to  cathode    .  .

Grid  positive  to  cathode     .  .

DC   PLATE  CUF`RENT     ......

DC   GRID  CURRENT        ......

AVEF{AGE  PLATE  DISSIPATION

Forced  air  cooling  1  ......

GPID  DISSIPATION   (Average).
FREQUENCY............

-400   VOLTS

30   VOLTS

loo    MILLIAMPEPIES

50    MILLIAMPERES

100    WATTS

2    WATTS

2.5    GHz

1.    Using  EIMAC  radiator  PN   014224.

OPERATING   CONDITIONS  FOFi  7289   IN   REPRESENTATIVE
A PPL I CAT I ON

GF`OUNDED   GRID  CW  POWEB  AMPLIFIEPl

Frequency................

Heater  Voltage  .............
DC  Plate  Voltage    ...........
DC  Grid  Voltage  (approx.)     .....
DC  Cathode  Current    .........
DC  Grid  Current   ............
Drive  Power  (approx.)     ........
Useful  CW  Power  Output  .......

GF`OuNDED   GRID  CW  OSCILLATOR

Frequency................
Heater  Voltage  .............
DC  Plate  Voltage   ...........
DC  Grid  Voltage  (approx.)    .....
DC  Plate  Current     ...........
DC  Grid  Current       ...........
Useful  CW  Power  Output .......
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GRID  PULSED  OR  PLATE  PULSED  AMPLIFIER  OR
OSCILLATOR

ABSOLUTE  MAXIMUM  RATINGS

DC  PLATE  VOLTAGE

(grid   pulsed)    ...............

PEAK  PULSE  PLATE  VOLTAGE

(plate  pulsed)     ..............

DC   GFHD   VOLTAGE   ............

INSTANTANEOUS  PEAK  GRID-CATHODE
Grid  negative  to  cathode    .......
Grid  positive  to  cathode     .......

PULSE   PLATE   CURF}ENT     .........

PULSE   GF}lD   CUF`F{ENT    .....

AVEF}AGE  PLATE  DISSIPATION

Forced  Air  Cooling 1 ......

GFHD   DISSIPATION   (Average)

FPIEQUENCY............

PULSE   DUPIATION2 ........

DUTY   FACTOR2   .........

1000    VOLTS

3500   VOLTS
-150    VOLTS

VOLTAGE
-700   VOLTS

250   VOLTS
3.0    AMPEF}ES

.   .             1.8    AMPERES

.   .          loo    WATTS
2    WATTS

.   .           3.0    GHz
34ts

.   .      .0025

Operating   Conditions   for   7289   in   Ftepresentative  Ap-
p I i cat i on .

PLATE  PULSED  OSCILLATOR

Frequency.............

Heater  Voltage .........,
Peak  plate  Voltage   ......,
Peak  Video  Plate  Current   .   .
Peak  Video  Grid  Current     .   .

Useful  Power  output  (approx.)
Pulse  Duration       ........

Duty   Factor   ...........

1.    Using  EIMAC  radiator   PN   014224.

2.    For  applications  using   longer   pulse   duration  and/
or    higher   duty    cycle  consult  the  nearest  Varian
Electron   Tube   &   Device      Field  Office,  or  the  Pro-
duct  Manager, EIMAC  Division  of  Varian,  Salt  Lake
City,  Utah.

PULSE  MODULATOR  AND  PULSE  AMPLIFIER
SERVICE

ABSOLUTE  MAXIMUM  RATINGS

DC  PLATE  VOLTAGE   .
PEAK  PLATE  VOLTAGE

DC  GFOD  VOLTAGE      .

1000    VOLTS

1200    VOLTS
-150    VOLTS

INSTANTANEOUS  PEAK  GRID-CATHODE  VOLTAGE
Grid  negative  to  cathode    ....- 700    VOLTS
Grid  positive  to  cathode     ....        150    VOLTS

PULSE  CATHODE  CuFiRENT   ....          4.8    AMPEF`ES

DC   PLATE  CURPIENT     ........         loo    MILLIAMPEBES

AVEBAGE  PLATE  DISSIPATION

Forced  Air  Cooling  1 ......

GF}lD   DISSIPATION   (Average)
PULSE   DUF`ATION  2 .......

CUT-OFF   Mu      ...........

DUTY   FACTOFi    ..........

1.    Using  EIMAC  radiator  PN  014224.
2.    For   applications   using   longer  pulse  duration  and/

or    higher   duty    cycle  consult   the   nearest  Varian
Electron   Tube   &   Device      Field  Off ice,  or  the  Pro-
duct  Manager,  EIMAC  Division  of  Varian,  Salt  Lake
City,  Utah.

APPLICATloN

For   general   application   information   please   refer
to  the  Planar  Triode  Operating  Instruction  Sheet.
The   operating   instructions   should   be   consulted
prior to  the  designing  of  new  requirements  around
the   above  tube  type.   Plate   dissipation  of  up  to
150   watts   is   possible   with   the   7289  tube   type
when   using   radiator   P/N   158555.   If  this   is   re-

quired  the  tube  order  should  include  reference  to
the   different   radiator   part   number.   F`or  unusual
and   special   application   consult  the   nearest
Varian  Electron  Tube   and  Device  Field  Office,
or  the  Product  Manager,  EIMAC  Division  of
Varian,  Salt  Lake  City,  Utah.
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AIPFLOW  vs   STATIC   PfiESSURE   WITH

STANDAf}D    COWLING     JAN-157

-STANDAFiD   COWLING-
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PLATE   VOLTAGE    (kv) CURVE   #MA-2510
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ELECTRODE   CORTACT   AREA                                                                                       DlrmNSTOwAT,   DATA

I)1m.   1a  Inches Dim, Dim.   1D  Mllllm. Dim.   1n   Inc   es Dim.   in  Mllllmeter8
MID, Men.

AA

Mln, Men. Mln, Men. Ref. im, M'N. MAx.     :    Ref.

.035 .361 .89 9.17 I.815 1.875 A --)_
I . 185 I. 265 AB 30 . 10 32 . |b | . 5 3h 8 -,
I.53h i.728 AC 38 . 96 b3 . 89 1.475 C -
1.hT5 i.815 AD 37 . b7 h6 . |O i. 289 1 . 329 D --

i.085 i.135 E 2.6 -

NorES :

.880 .020 F 22 ._35 23 . 37

.1'62 .h77 G - 12.12
.Oho H 1.02

.125 .185 I 3.18        h.io

.766 .826 J         |9.h6 20.98   I

.025 .Oh6 K .rfu i.17
I.21u I . 26L_ L 31. 3h 32.11

i.180 i.195 M 29 . 9T 30.3
i.025 i. 0 35 N 26 . 01' 26.291

.752 .792 P 19 . 20 20.12

.5hl .i6| 0 - 11' . 25

.655 .665 R 16.6b 16.89

.545 S ..-
.21 .22? T 5.41 5.66

.315 .?25 U 8.00 8.26
.loo W 2.5h

.105 .|h5 Y 2.67 3.68

.650 .850 Z 16 . 5 I 21.59
.086 V 2.18

i.  Metl.1c  equivalents  to  the  nearest   .01  in,  are  given  for  general  information  only  &
are  based  on  I  inch  =  25.4  inn.

2.   Thlg   Surface   Shall  be  used  to  measure  Anode  Shank  temoeratire.
3.   Ho}e8   for  extractor  thru  top  fin  only.
b.   Eccentrlclty  of  c`ontact  Bur®£ce8     shall  tie  gaged  from  center  line  of  reference  &

shall  be  aB   follows:
Contact  surface                         TIE  M8.x.                        Ref..ence

Ancide                                               . 0 20                                    Cathode
Grid                                               . 020                                  Cathode
Heater                                         . 012                                 Cathode

5.   Dlas.   N,R,T  a  U  shall  apply  throughout  entire   lenght   a8   defined  tty  dims.   AA,AB,AC  8g
AI)  respectively.

6.   ThlB  Surface  Shall  nat  be  used  fDD  clamping  or  locating.
7.   Electrode  Contact  dims.   are  given  for  Socket  de81gn  purpoBeg   &  are  Dot  intended  for

inepectlon  purpo8e8.


