
2ER5 

High-Mu Triode 
The 2ER5 is the same as the 6F.R5 except for the following items: 

Heater Characteristics and Ratings 
Current 0  600 ± 0.040 A 
Voltage (AC or DC) at 0.600 A  2.3 V 

2ER5 
High-Mu Triode 

The 2FH5 is the same as the 6FH5 

Neater Characteristics and Rat 
Curren, 
Voltage (AC or DC) at 0.600 
Warm—uo time (Average)   I I 

except for the following items: 

ings 

0  600 ± 0.040 A 
.-  2.35 V 

s 

2FS5 
Beam Hexode 

The 2FS5 is the same as the 6FS5 except for the following items: 

Heater Characteristics and Ratings 
Current 0  600 ± 0.040 A 
Voltage (AC or DC) at 0.600 A  2,µ y 
Warrr~up time (Average)   I I s 

2GK5 
High-Mu Triode 

The 2GK5 is the same as the 6GK5 except for the following items: 

Heater Characteristics and Ratings 
Current 
Voltage (AC or DC) at 0.600 A 
Warn~up time (Average)  

0  600 ± 0.040 
2. 3 

A 
V 
s 

RADIO CORPORATION OF AMERICA 
Electronic Components and Devices Harrison, N. 1. 

DATA. 
12-65 


