
RAYTHEON 

TRIODE 
PQWER AMPLIFIER 

Filament Type Glass Bulb % 

stage of battery operated receivers, 

& 

The 31lis a triode type power amplifier 
tube designed for service in the output 06 % 
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BOTTOM VIEW OF SOCKET 
RATINGS 

Filament Voltage 2,0 d-s  volts 
Filament Current 0,13 amp 
Maximum Plate Voltage 180 volts 

DIRECT INTERELECTRODE CAPACITANCES 

Grid to Plate 6,7 wiE 
Input 35 upef 
Output 2.7 uuf 

AMPLIFIER - CLASS A 

135 180 volts 
-22.56 =30 volts 

Ampliflcation Factor 3.8 3.8 
Plate Reslstance 4100 3600 ohmg 
Transconductance 925 1050 pmhos 

8 12,3 ne 
Load Resistance 7000 5700 chms 
Power Output (5% second harmonic) 185 375 nw 

PLATE CHARACTERISTICS 31 RVERAGE CHRRACTERISTICS 
Ep=2.0Y0C Ep=2.0¥DC 1300 

Ep=180Y 
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PLATE VOLTAGE -VOLTS PLRTE CURRENT-MR. 
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RAYTHEON ENGINEERING SERVICE 


