
32 

TUNG-SOL 

TETRODE AMPLIFIER 

COATED FiLAMENT 
ST-14 

43 2.0 VOLTS 0.06 AMPERE 

MAX 

GLASS BULB 

s MEDIUM 4 PIN BASE 
MAX 

BOTTOM VIEW 

THE TUNG-SOL 32 IS DESIGNED FOR SERVICE AS A GENERAL PURPOSE SHARP 

CUT-OFF TETRODE VOLTAGE AMPLIFIER IN BATTERY OPERATED RECEIVERS, 

OPERATING CONDITIONS AND CHARACTERISTICS 

CLASS A1 AMPLIFIER 

HAX, PLATE VOLTAGE 135 180 VOLTS 

SCREEN VOLTAGE "A% 67.5 67.5 VOLTS 

CONTROL GRID VOLTAGE* -3 -3 VOLTS 

GRID CLRCUIT RESISTANCE MAX. 2 2 MEGOHMS 

PLATE CURRENT 1.7 1.7 MA . 

SCREEN CURRENT "A% 0.4 0.4 MA . 

PLATE RESISTANCE APPROX. 0.95 1.2 ME GOHMS 

TRANSCONDUCTANCE APFROX- 640 650 UMHOS 

AMPL IFICATION FACTOR APPROX. 610 780 

DETECTOR 

B1ASED GRID LEAK 

PLATE SUPPLY VOLTAGE 135 180 135 VOLTS 

SCREEN VOLTAGE 45 67,5 MAx- IGLLLY VOLTS 

PLATE RESISTOR P 0.1 0.1 0.1 ME GOHM 

GRID VOLTAGE ~4.5* -6* RETIN T TP vouTs 

PLATE CURRENT ADJ:ST|;:U$.§|::;L'”" - 
GRID LEAK - - 17105 ME GOHMS 

GRID CONDENSER - - 250 ppt 

F OR EQUIVALENT IMPEDANCE 

DIRECT INTERELECTRODE CAPAC!TANCES 

CONTROL GRID TO FILAMENT 5.5 puf 

PLATE TO FILAMENT 11 ppf 

CONTROL GRID TO PLATES 0.015 - puf 

s WITH SHIELD 

A RETURK TO NEGATIVE FILAMENT (PIN $4) 
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