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The 3512 Photo Electric Cell is of the high vacuum type with a Caesium 

Cathode. 

OPERATING CHARACTERISTICS 

Mazximum Anode Voltage ... Vamax = 500 volts 

Normal Anode Voltage ... ... Vaw = I00 volts 
Maximum Anode Current ... Jamax = 5 uA 

Sensitivity = 20 pA/Lm. 

Maximum Light Flux = 0-1 Lumen 

CAPACITY 

Anode—Cathode ... ... Cak 3 weF 

CONNECTIONS 

This cell is capped in a standard 4-pin base. 

PinN No. | ANODE 55 

" 2 — 

" 3 — 

a 4 — 

TOP CAP  CATHODE 

113-ite 

- 
70~75 - 

l a—30 —ov 
| 

DIMENSIONS IN_M/MS 

11137



3 5 I z PHOTO ELECMEI:;.‘E 

= 3512 
30 

’; -5 
<C 

<« 

2 20 
F— 

z 
Z 15 y CURRENT / VOLTAGE 
< - CHARACTERISTIC 
O 

W 
@] 
pd 

< &) 

0 

RELATIVE SPECTRAL SENSITIVITY 

o
 

P
E
R
C
E
N
T
A
G
E
 
R
E
S
P
O
N
S
E
 

O 

14 000 10,000 8000 6000 3,000 
WAVELENGTH (ANGSTROM) 

11137


