
vall-Il:g:'ll:'lgrEdll.ECTRIC CELL 3530 

The 3530 Photo Electric Cell is of the gas-filled type with a Caesium Cathode. 

OPERATING CHARACTERISTICS 

Mazximum Anode Voltage .. Vamax = 100 volts 

Normal Anode Voltage ... ... Vay = 100 volts 

Glow Voltage .. Vs = 140 volts 
Maximum Anode Currem ... Yamay = 7'§pA 
Sensitivity . = 150 pA/Lm 
Minimum Safety Resxstance e ... Rlmin = o-Imegohm 

CAPACITY 

Anode—Cathode ... ... Cak = §puF 

CONNECTIONS 

This cell is capped in a special 2-pin base. 
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3530 Mullard 
PHOTO ELECTRIC CELL 

WAVELENGTH (ANGSTROM) 

3530 
15 

= 
8 J12s 

< 

= 0o CURRENT / VOLTAGE 
- CHARACTERISTIC . 

2 
@ 75 
o J 
(O 

& s0 

g 2 
‘( o 

25 = 

ol N 
20 .30 40 50 60 70 90 100} 

ANODE VOLTS 

14 

2 RELATIVE SPECTRAL SENSITIVITY 

u ! / 
4 
o 
% 8o 4 
u N 
o 7 

X 

W 60 g 1 S 
g 40 
& 
w 
Q 

20 = 

o gt 

14,000 12000 10000 8000 00 

11137


