
from JETEC release #1865, March 11, 1957 

sponsor: Rogers Majestic Electronics, Ltd. 

38A3 
SINGLE ANODE MAINS RECTIFYING TUBE 

Heater voltage 

Heater current 

RALINGS 

Peak inverse plate voltage 

D.C. output current 

Peak cathode current 

Peak heater-cathode voltage 
(cathode positif with respect to h 

Mains voltage 110 127 

Total effective plate 
supply resistance 0 0 

MECHANT DAT 

Cathode Coated unipotential 

Base E9-1 

Bulb Té6Y, 

RETMA basing designation GBM 

Mounting position Any 

IUBE QUTLINE BOTTOM VIEW BASE PIN ELEMENT 
QF BASE No 

max /4 1 Internally connected 

;:JC;:% 2  Internally comnected 

3 Cathode 

. o | 4 Heater 

R = 5  Heater 

3 6 Internally comected 

7 Internally connected 

8 Internally connected 

I 9 Plate 

HEATER DATA 

38 volts 

0.1 amp 

700 volts max. 

110 mamps max. 

660 mamps max. 

eater) 550 volts max. 

220 250 volts(r.m.s.)| 

90 100 ohms 

Oct.20, 1956



38A3 
T CONDITIONS 

Mains voltage 110 127 220 250 volts{rms) 

D.C. output current 110 110 110 110 mamps 

Filter input capacitor 100 100 100 100 pF 

Total effective plate 
supply resistance 0 0 90 100 ohms 

D.C. output voltage 112 135 215 245 volts 

Oct.20, 1956 2,
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D.C. Output voltage (volts) 

Oct 20, 1888
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