
3A/110A 

Repeater Triode 3A/lioB 
3A/110A 
3A/ll0B 

(3A/110A is for replacement purposes only) 

CATHODE. 
Oxide-coated filament 
Current 0.25 A 
Nominal voltage 4.0 A4 

RATING. 
Amplification factor| Measured at Va {30V 12 
Impedance Vgi-4.5V, lf 0.25A D.C. 5,500 ohms 

DIRECT INTER-ELECTRODE CAPACITIES. 
Grid to anode 9.7 pF 
Grid to filament 6.5 pF 
Anode to filament 2.5 pF 

BASE. 
3A/110A American 4-pin bayonet 
3A/110B Standard 5-pin British 

DIMENSIONS. 
Maximum overall length 
3A/110A 116 mm. 
3A/110B 118 mm. 
Maximum bulb diameter 46 mm. 
Net weight 44 g- 

MAXIMUM RATINGS. 
Maximum direct anode voltage 190 v 

o A6 MAX, ‘ 

116 MAX, 118 mMAX 

cRiD / FILAMENT. FIUAMERT FILAMENT 

anoot — 
ANCDE GRID 

May 1947 3A/110A-B—1



3A/110A 

+10 

3A/108 
5470 -1 

HH 

HH 

3A/110A 
3A/110B 

Ir« 0-25AMPS. DC. 

iwssonsacmanasana: 
BG4 SESEAREDEENON 
IEEISEENEENIEYANN 
NS NRENS SN AN NN 
 EsIEs SR RAENE ARAS 

—= GRID VOLTAGE (V) 

Q
 

o
~
 

(VW) LNIHUND F
A
O
N
Y
 4
 

20 

10 

A8 Repeater Triode 
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