Receiving Tubes 83

Maximum Heater-Cathode Voltage
Heater Negative with Respect to Cathode

Total DC and PeakK.....viiiiiiiniiieiiieaiiiiiitinnseaneranasannnnnan 200 Volts
Heater Positive with Respect to Cathode

......................... 100 Volits

Total DC and Peak.......couvnniininiiiiiniiteiieenecaacnacancnnnansnns 200 Volts

DIRECT INTERELECTRODE CAPACITANCES (Unshielded)
Triode No. 1

Gridto Plate ......oiiiiiiiiiiiiiiiiiiiiiiiiaiaas 1.5 Pf
Input: 1Tg to 1.7 Pf
Qutput: 1Tp to 1.6 Pf
Triode No. 2

GridtoPlate ......ccovviiiiiiinennnn 1.5 Pf
Input: 2Tg to (h + 2Tk + IS) 1.8 Pf
Cutput: 2Tp to (h + 2Tk + IS) 0.6 Pf
Diode No. 1

Plate to Cathode, Heater and Internal Shield ..........c.ccviiiviviiiinnes 1.9 Pf
Diode No. 2

Plate to Cathode, Heater, and Internal Shield .........cciiiiiiieennrennas 1.8 Pf
Coupling

Triode Plate to Triode Plate .. . . vee 0.9 Pf
Diode Plate to Diode Piate .......... 0.7 Pf
Triode No. 1 Grid to Diode No. e 1.015 Pf
Triode No. 2 Grid to Diode No. 0.005 Pf
Triode No. 1 Grid to Diode No. 0.02 Pf

Triode No. 2 Grid to Diode No. 2 Plate ..............oomieuivussvnssenennn.  0.005 PE
RATINGS (Design Maximum Rating System)
Triode (Each Section)

Plate Voltage ....ccciovviiiininnnnn, voeenaan reieeseiiasaaanaeanes vereaen . 330 Volts
Plate Dissipation ............ e 2.5 Watts
DC Cathode Current ......... Meeieeteteiarasaessonas PPN 20 Ma
Grid Circuit Resistance
Fixed Bias ..coovivininninnnnnnanns Creeereiaseiieaes . 0.25 Megohm
Cathode Bias .vvvviiieieiviniieeroeerniennnnsnsessosensees 1.0 Megohm
Diode (Each Section)
Average Diode Current for Eb =5 Volts .............. erasanseeans Cenesaes 20 Ma
CHARACTERISTICS AND TYPICAL OPERATION
Triode (Each Section)
Plate Voltage ........... Cerrescseeaan tersnvsesessssasanne [ 250 Volts
Grid Voltage ... .. -9.5 Volts
Plate Current .....ooiiiiiiiiiiiiiiiieiiiiiiiririeiiiieisiseananas 7.0 Ma
Amplification Factor ........... e 18
Plate Resistance ...... Cereeens ceren 9750 Ohms
Transconductance ............ .. 1850 umhos
Grid Voltage for |b = 50 nua =20 Volts

Diode (Each Section)
Average Diode Current for Eb =5 VOIS ......cciviiiiiiineiaienenccanen e 20 Ma

Color Television Type
RF/IF AMPLIFIER 6BAG/EF3

3BA6, 4BA6, 12BA6

Semi-Remote Cutoff Pentode

Construction ............. Miniature T-5%
Base ............. «....Button 7 Pin, E7-1
Basing .. . 7
QOutline
Maximum Dlameter cerieien s 0750 I,
Maximum Seated Height ....... 1.875 In.
Maximum Overall Height ...... 2.125 In.
ELECTRICAL DATA m
HEATER OPERATION
3BA6 4BA6 12BA6 6BAG6/EF93
Heater Voltage.......... Creerieieiaaeas 3.15 42 12.6 6.3 Volts
Heater Current ......... ceves 600 450 150 300 Ma
Heater Warm-up Time . 11 1 - — Seconds

Maximum Heater-Cathode Voltage
Heater Negative with Respect to Cathode
Total DC and Peak.......veveeeneeeenaneeseneeesnraesneserareennassns 200 Volts
Heater Positive with Respect to Cathode
DC 100 Volts

Total DC and Peak. it et raaaas ereeerraeanas 200 Volts
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DIRECT INTERELECTRODE CAPACITANCES

Shielded ") Unshielded
Grid No. 1to Plate (Max.)...vvvviiniiiinnnenerrrann 0.0035 0.0035 Pf
Input ...l 5.5 5.5 Pt
Output 5.5 5.0 Pf
RATINGS (Design Maximum Rating System)
Plate VOItage (IMaXx.) ..viuiiiiuiinnennnneenneeeonsesnnrenaeenocoresainas 330 Volts
Grid No. 2 Supply Voltage (Max.) ...ouiuiieinenearnenenmaeneanaieauin. 330 Volts
Grid No. 2 Voltage .........ocviviiiiieininnns See Rating Chart (Gen. Info. Sec.)
Plate Dissipation (Max.) .......iiiiiiiiiiiiiinin i, 3.4 Watts
Grid No. 2 Dissipation (Max.) ......coeeieenneanenes 0.7 Watt
Negative Grid No. 1 Voltage (Max.) 55 Volts
Positive Grid No. 1 Voltage (Max.) 0 Volt
CHARACTERISTICS AND TYPICAL OPERATION
Plate Voltage .......... .. ..o 100 250 Volts
Grid No. 3 Voltage ........... .. .....iiiiiiinn, Connected to Cathode at Socket
Grid No.2Voltage ........ooiiniiiiniiianiiininnns 100 100 Volts
Cathode Bias Resistor ...... 68 68 Ohms
Plate Resistance (Approx.) 0.25 1.0 Megohm
Transconductance ........ 4300 4200 pmhos
Plate Current ............. 10.8 11.0 Ma
Grid NOo. 2 Current ...viuiiieieiiiei i iane s 4.4 4.2 Ma
Grid No. 1 Voltage for Gm = 40 umhos ........vvnens -20 -20 Volts
NOTE:
(1) External Shield No. 316 Connected to Pin 7 (cathode).
BBABA Color Television Type
SYNC SEPARATOR/CLIPPER (T)
8BASA VIDEO AMPLIFIER (P)
Medium Mu Triode and Sharp Cutoff Pentode
Construction ............. Miniature T-6%,
Base ..............a.ln Button 9 Pin, E9-1
Basing ... 9DX
Outline ... i i i 6-3
Maximum Diameter ............ 0.875 In.
Maximum Seated Height .. 2.375 In
Maximum Overall Height ...... 2.625 In.
ELECTRICAL DATA UUU TR
HEATER OPERATION
6BASA
Heater Voltage 6.3 Volts
Heater Current 600 Ma
Heater Warm-up Time 11 Seconds
Maximum Heater-Cathode Voitage
Heater Negative with Respect to Cathode
Total DC and Peak...... S 200 Volts
Heater Positive with Respect to Cathode
N 100 Volts
Total DC and Peak 200 Volts
DIRECT INTERELECTRODE CAPACITANCES
Triode
Shielded ) Unshielded
Grid to Plate: (gto p) 2.2 2.2 Pf
Input: gto(h + k) 2.7 2.5 Pf
Output: p to (h + k) 1.9 0.4 Pf

Pentode
Grid to Plate: (gltop) (Max.) c.vuevniinnnnniniannnnns 0.05 0.06 Pf
Input: glto(h + k+ g2+ g3+ IS) 10.0 10.0 Pf
Output: pto(h+ k+ g2 + g3+ IS) 4.5 3.6 Pf
Coupling
Pentode Grid No. 1 to Triode Plate (Max.) ............ 0.003 0.006 Pf

Pentode Plate to Triode Grid (Max.) 0.006 0.016 Pf
Pentode Plate to Triode Plate (Max.) 0.023 0.150 Pf
RATINGS (Design Center Rating System)

Triode Pentode
Plate Voltage (Max.) 300 300 Volts
Grid No. 2 Supply Voltage (Max.) .........ovvvvnn — 300 Volts
Grid No.2Voltage .....c.oiiiiiiinieinnnunnns See Rating Chart (Gen. info. Sec.)
Plate Dissipation (Max.) ....iiiiiiriieniiinnnnnnnnnnns 2.0 3.25 Watts
Grid No. 2 Dissipation (Max.) — 1.0 Watt

Negative Grid No. 1 Voltage (MaXx.) .....cvvvviiiinnnnn — 50 Volts



