3AU6

Sharp-Cutoff Pentode

.
7-PIN MINIATURE TYPE
The 3AU6 is the same as the 6AUG6A except for :
Heater Characteristics and Ratings:
{64115 {27 (1 NP 0.600 + 0.040 A
PN Voltage (AC or DC) at heater
amperes=10600 1 v w5 ¢ 5 2 03252 3.15 \Y%
Warm-up time (Average) . . .. ....... 11 s
—

Twin Diode—High-Mu Triode
7-PIN MINIATURE TYPE

The 3A V6 is the same as the 6AV 6 except for:
Heater Characteristics and Ratings:

Curteit. < ;s sump s amms s s@my 0.600 £ 0.040 A

Voltage (AC or DC) at heater
amperes=0.600.............. 3.15 v

Warm-up time (Average) . . ... ...... 11 s

3BA6

Remote-Cutoff Pentode
«™, The 3BAG is the same as the 6BA6except for:

Heater Characteristics and Ratings:

CRRBAE. ... 5+ a60 33 A8 SiRETS 0.600 + 0.040 A
Voltage (ac ordc) at 0.600 A . .. ... .. 3.18 A"
Warm-up Time (Average). . ......... 11 s

~ 3BN4A

Medium-Mu Triode
The 3BN4A is the same as the 6BN4A except for:
Heater Characteristics and Ratings:

™ Cuments . v nmovn s ees a8 K Ed s 0.450 £ 0.030 A
Voltage (ac ordc) at 0.450A ... ... .. 3 \"
Warm-up Time (Average). . ......... 11 S
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