
3BY6 

Pentagrid Amplifier 

The 3BY6 is the same as the 6BY 6 except for: 

Heater Characteristics and Ratings: 

Current . . . .. ... i it 0.600 £ 0.040 A 

Voltage (acordc)at 0.600 A . ... .... 3.15 Vv 

Warm-up Time (Average) . . . ... ..... 11 s 

3BZ6 

Semiremote-Cutoff Pentode 

The 3BZ6 is the same as the 6Bz6 except for: 

Heater Characteristics and Ratings: 

Current . . . .. ... . v it 0.600 + 0.040 A 

Voltage (ac ordc)at 0.600 A .. ... ... 3.15 A" 

Warm-up Time (Average) . . . ........ 11 s 

Heater-Cathode Voltage 

Peak Value . . . ... ... ....... +200, -300 max A% 

Average Value . ............ +100, -200 max v 

3CB6/3CF6 

Sharp-Cutoff Pentode 

The 3CB6 is the same as the 6CB6A except for: 

Current 0.600 + 0.040 A 

Voltage (ac or dc) at 0.600 A ... ... .. 3.15 v 

Warm-up Time (Average) .......... 11 s 

Heater-Cathode Voltage 

Peak Value . .. .. ........... +200, -300 max \' 

Average Value . . ... ......... 100 max \' 
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