
The  EIMAC  3CW30,000H7  is  a  ceramic/metal  water-cooled  high-mu power
triode  intended  for  use  as  a  Class  C  power  amplifier  or  for  zero-bias
Class  8  or  AB  linear  amplifier  service,  and  also  intended  for  use  as  a  dc
voltage  or  current  regulator,  or  in  high-voltage  switcb  tube  or pulsed  regu-
lator  service.

Intemally   the   tube   is   identical   to   the   3CX15,000A7,   and   except  for
anode  dissipation  capability,  all  ratings  are  the  same.

Class
by  eliminaap,

amplifier  operation  with  zero  grid  bias  offers  circuit  simplicity
ing  the  bias  supply.  In  addition,  grounded  grid  operation  is  at-

tractive since a power  gain  as nigh  as  twenty  times  can  be obtained.
The  anode  power  dissipation  rating  is  30,000  watts  with  water  cooling.

No socket is required for the  tube  because of the mounting flanges  attached
to the  anode and  grid  and the flexible filament  leads  on  the base.

GENERAL  CHARACTERISTICS1

a ELECTRICAL

Filament:    Thoriated  Tungsten
Voltage.............

Current,  at  6.3  volts   .....
Amplification  Factor (Average):
Direct Interelectrode  Capacitance (grounded cathode) 2

Cin   .  .  .

Cout   .  .
Cgp  .  .  .

Direct Interelectrode  Capacitance    (grounded  grid) 2
Cin.............................

Cout............................

Cpk.............................

6.3  ±  0.3    V

160A

200

61pF
0.2   pF
36pF

61pF

36pF
0.2   pF

Frequency  of Maximum  Rating:
CW     ...................................................          110    MHz

1.   Characteristics  and  operating  values   are  based  upon  perfcrmance  tests.  These  figures may  change without notice
as   the   result  of  additional  data  or  product  refinement.  EIMAC  Division  of  Varian  should  be  consulted  before  using
this  information  for  final  equipment  design.

2.    Capecitance  values  are  for  a  cold  tube  as  measured  in  a  special  shielded  fixture  in  accordance  with  Electronic  ln-
dustries  Association  Standard  Pis-191.
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MECHANICAL

Base   ......................     Special,  with  grid  contact  flange  &  filament  flying leads
Operating Position   ...........
Cooling..................

Maximum  Overall  Dimensions:
Length  (including  filament leads)

Vertical,  Anode up or  down
Water or  equivalent liquid  &  forced  air

Dj.ameter  (anode mounting flange pitch  circle) ................
Maximum  Operating  Temperature:

Envelope  &  Ceramic/Metal  Seals  .  .  .
Net  Weight (Approximate)     .........

20.Sin;  52.1    cm
6.75  in;   17.1    cm

......         250OC

10.6lbs;     4.8   kg

RADIO  FREQUENCY  LINEAR  AMPLIFIER

CATHODE  DRIVEN
Class  AB

ABSOLUTE  MAXIMUM  RATINGS:

DC  PLATE  VOLTAGE   ..........

DC  PLATE  CuRRENT     ..........

PLATE  DISSIPATION     ..........

GRID   DISSIPATION        ..........

1.   Approximate  values
2.   Adjust to obtain  specified  value.

8000   VOLTS

6.0    AMPERES

30,000   WATTS
500   WATTS

TYPICAL  OPEF!ATION   (Frequencies  to  30  MHz)

Class A82

Plate  Voltage      .............

Grid   Voltage        .............

Zero-Signal   Plate  Current 1    .....

Single-Tone  Plate  Current2  .....

Single-Tone  Grid  Current  1    .....

Driving  Power 1 .............

Plate  Dissipation    ....,......

Single-Tone  Plate  Output  Power   .  .

Resonant  Load  Impedance  ......

Drive  Impedance  ............

7000      7000   Vdc
0             0   Vdc
6             .6   Adc
2          5.0   Ado

2         `1.0   Adc

0        1540   W

4        10.8    kw

6       24.2   kw

RADio  FREOuENcy  rowER  AMPLIFIER OR
OSCILLATOR  class  C  Telegraphy  or  FM
Grid  Driven

ABSOLUTE  MAXIMUM  RATINGS

DC  PLATE  VOLTAGE   .
DC  GRIDVOLTAGE      .
DC  PLATE  CURRENT    .
PLATE  DISSIPATloN     .
Gf}lD   DISSIPATloN        .
1.    Approximate  value.

8000   VOLTS
-500   VOLTS

5.0    AMPERES
30,000   WATTS

500   WATTS

TYPICAL  OPEF}ATION   (Frequencies  to  30  MHz)

Plate  Voltage     ........

Grid  Voltage        ........
Plate  Current      ........

Grid  Current 1 .........

Peak  rf  Grid  Voltagel ....
Calculated  Driving  Power  i
Plate  Input  Power   ......
Plate  Dissipation    ......
Plate  Output  Power   .....
Ftesonant  Load  Impedance  .

DC  VOLTAGE  OR  CURRENT  REGULATOR
SWITCH  TUBE OR  PULSED  REGULATOFt

ABSOLUTE  MAXIMUM  RATINGS:

DC  PLATE  VOLTAGE   .
DC  GRIDVOLTAGE      .
Dc  PLATE  cuFmENT  1.
PULSE  PLATE  Cuf}RENT

28    KILOVOLTS
500   VOLTS

6    AMPERES
40    AMPERES

DUTY,   PULSE  SERVICE  ?  .
PLATE  DISSIPATION2     .   .

GRID   DISSIPATION2 ....

0.1

30    KILOWATTS

500   WATTS

1.   Steady-state  value   i n  voltage   or  current  regulator
service.

2.   With  duty  in  excess of  approximately  0.1  excessive
element  heating  may  occur  during  the   pu lse  and
consequent  element dissipation  derating may  be  re-
quired.
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NOTE:    TYPICAL  OPERATION  data  are  obtained  by  measurement  or  calculation  from  published  characteristic  curves.

Adjustment  of  the  rf  grid  voltage  to  obtain  the  specified  plate  current  at  the  specified  bias,  and  plate  volt-
ages  is  assumed.   If  this  procedure  is  followed.  there  will  be  little  variation  in  output  power when  the tube
is   changed,  even  though  there  may  be  some  variation  in  grid  current.  The  grid  current which  results when
the  desired  plate  current  is  obtained   ls  incldental   and  varies  from  tube  to  tube.  These  current  variatichs
cause  no difficulty  so  long  as  the  circuit  maintains  the  correct  voltage  in  the  presence  of  the  variations  in
Current_   lf  nrirl   hiac   :c`   ^l`.-:.^A   __:__:__.I

__,   ,_..-c ,-,.,.,.-  t..5Oc;IIit=  ui   Llit3  vdrlatlons   incurrent.  If  grid  bias  is  obtained  principaUy  by  means  of  a  grid  resistor,  the  resistor must  be  adjustable to
obtain  the  required  bias  voltage  when  the  correct  rf  grid  voltage  is  applied.-'=-

RANGE  VALUES  FOR  EQUIPMENT  DESIGN

Heater:  Current  at  6.3  volts    ...............................

Cathode  Warmup  Time   ...................................

Interelectrode  Capacitances  (grounded  grid) 1
Cin
Cout
Cpk

Min.           Max.

152         168    A
5.0        ---    see.

55.0       67.0   pF
'   '   '   I   '   '   '   '   '   ...................................              32.0        40.0    pF

Interelectrode  Capacitances  (grounded cathode)  1
Cin........................---

Cout
Cgp.

0.3   pF

55.0      67.0   pF
I   '   '   '   I   '   I   I  I   '   '  '   '   I   '   '   ............................---            0.3    pF

I   '  '   '   '  '   I   '   I   '   `  '  '   '  '   .............................               32.0       40.0    pF

1.  Capacitances  values   are  for  a  cold  tube  as  measured   in  a  shielded  fixture  in  accordance with  Electronic  Indus-
tries  Association  Standard  RS 191.

APPLICATloN

MECHANICAL

#Ot/IVTJIVG   -   The   3CW30,000H7  must  be  opera-
ted  vertically,  anode  down  or  up,  and  should  be
protected   from   shock   and   vibration.   The   anode
mounting  flange  provides   a  convenient  mounting
means,  and  the  grid  is  also provided with a  flange
for  mating  with  a  simple  contact  assembly.  Both
filament   connections  are  made  with  flying  leads
approximately   nine   inches   long  with  heavy  lugs
attached  at the ends.

COOLJIVG   -   The   anode   of   the   3CW30,000H7   is
cooled  by  circulating  water  through  the  integral
anode    water   jacket.    The   cooling   table   shows
minimum  water-flow  rates  at  various  plate  dissi-
pation  levels and  assumes  an  inlet water tempera-
ture  of  50°C  with  the  anode  mounted  either  up  or
down.   Care   should   be   taken  to  use   the  correct
cooling  water  connector  for  inlet  water,  which  is
dependent    on   the   tube   orientation   (base   up   or
down),   and  these  are  shown  on  the  tube  outline
drawing.
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Where  a  liquid  coolant  other  than  water  is
used,   the   difference   in   cooling   characteristics
should  be  carefully considered  and  taken  into  ac-
count.   Maximum  system  pressure must  not  exceed
50 psi.

Minimum  cooling  Water-F`low  Requirements
Plate Water Pressure

Dissipation Flow Drop
(kw) (gpm) Approx.  psi.

15 12 13.5
20 13 15.0
30 14 17.0

A  major  factor  effecting   long  life  of  water-
cooled  tubes   is   the  condition  of  the  cooling
water.  If the cooling water is  ionized,  deposits  of
copper  oxide  will form  on  the  internal  parts  of the
water  jacket  and  can  cause  localized heating of
the anode and  eventual  failure of the tube.
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A  simple  method  of  determining  the  condition
of  the  water is  to measure  the  resistance  across  a
known  volume.  The  resistance  of the  water should
be  maintained  above  50  KQ,/cm   ,   and  preferably
above   250  KQ/cm   .   A  relative   water  resistance
check  can be  made  continuously by  measuring  the
leakage  current  which  will  bypass  a  short  section
of  insulating  hose  column  if  metal  nipples  or  fit-
tings  are used  as electrodes.

Forced-air cooling of the  base  is  also  required,
with  a  minimum  of  50  cfm  of  air  at  50°C  maximum
directed  up  into  and  around  the  base  of  the  tube
to cool  the  grid  and  filament  contact  areas.

Both   anode   and   base   cooling   should   be  ap-

plied    before    or    simultaneously   with   electrode
voltages,  including  the  filament,   and  should  nor-
mally   be   maintained   for   a   short   period   of  time
after   all  voltages   are   removed  to   allow   for  tube
cooldown.

ELECTRICAL

FILAMENT    OPERATION    -F±1amerLt   voltage
should  be  measured  at  the  terminals  with  a  1  per-
cent  rms  responding  meter.  The  peak  emission  at
rated  filament  voltage  of the  EIMAC  3CW30,000H7
is    normally   many   times   the   peak   emission   re-

quired   for   communication   service.   A   small   de-
crease  in  filamenttemperature  due  to  reduction  of
filament    voltage    can    increase   the   life    of   the
3CW30,000H7   by   a   substantial   percentage.   It   is

good   'practice   to   determine   the   nominal  f ilament
voltage  for  a  particular  application  that  will  not
adversely    affect    equipment    operation.    This   is
done   by   measuring   some   important   parameter  of

performance  such  as  plate  current,   power  output,
or  an  increase  in  distortion.  Operation  must  be  at
a  filament  voltage  slightly  higher  than  the  point
at  which  performance  appears  to  deteriorate.  F`or

pulsed  regulator  or  switch  tube  service  full  nom-
inal  filament  voltage  is  recommended.

JIVPUr    CJJ3CUJT   -   When    the    3CW30,000H7    is
operated  as  a  grounded-grid  rf  amplifier,  the  use
of   a  resonant  tank  in  the  cathode  circuit   is  re-
commended   in   order  to  obtain   greatest   linearity
and  power  output.  For  best  results  with  a  single-
ended  amplifier,  it  is  suggested  that  the  cathode
tank circuit  operate  at  a  "Q"  of 5  or  more.

CLASS-C    OPERAT/OIV   -Although    designed
specifically     for     Class-B     service,     the
3CW30,000H7  may  be  operated  as  a  Class-C  amp-
lifier  or  oscillator  or  as  a  plate-modulated  radio-
frequency  amplifier.  The  zero-bias  characteristic
can  be  used  to  advantage   in  Class-C  amplifiers
by  employing  only  grid  leak  bias.  If  driving  power
should   fail,   plate  dissipation   is   then  kept   to  a
low  value  because  the  tube  will  be  operating  at
normal,  static,  zero-bias  conditions.

SrAIVDBy  OPER4r/OIV   -   Coolant   must  be  cir-
culated  through  the  anode  water  jacket  whenever
filament   power   is   applied   even   though   no  other
voltages   are   present.   Sixty  to   eighty   percent  of
the  filament  power  appears  as  heat  in  the  anode.
In  the  absence  of  coolant  flow,  temperatures  will
rise  to  levels  which  are  detrimental  to  long  life.
If   the   coolant   lines   are   obstructed   the  coolant

jacket   may   rupture   from   the   generated   steam
pressure.

H/Or    VOLTAGE   -   Normal    operating   voltages
used   with  this   tube   are   deadly,   and   the  equip-
ment    must   be   designed   properly   and   operating

precautions   must  be  followed.   Design  all  equip-
ment   so   that   no   one   can   come   in   contact   with
high  voltages.  All  equipment  must  include  safety
enclosures    for    high-voltage    circuits   and
terminals,   with   interlock   switches   to   open   pri-
mary   circuits   of   the   power   supply   and   to   dis-
charge  high-voltage  condensers  whenever  access
doors  are  opened.  Interlock  switches  must  not  be
bypassed   or   "cheated"  to  allow   operation  with
access   doors   open.   Always   remember  that  HIGH
VOLTAGE  CAN  KILL.

X-RADJArJOIV   -   High-vacuum  tubes  operating  at
voltages   higher   than   10   kilovolts   produce   pro-

gressively  more  dangerous  X-ray  radiation  as  the
voltage    is    increased.    This    tube,   operating
at  its  rated  voltages  and  currents,  is  a  potential
X-ray   hazard.   Only   limited  shielding  is   afforded
by  the  tube  envelope.  Moreover,  the  X-ray  radia-
tion   level  can   increase   significantly  with  aging
and   gradual   deterioration,   due  to   leakage  paths
or  emission  characteristics   as   they   are  effected
by    the   high   voltage.   X-ray   shielding   must   be
provided  on  all  sides  of  tubes  operating  at  these



voltages  to  provide  adequate  protection  through-
out  the  tube's  life.  Periodic  checks  on  the  X-ray
level  should  be  made,  and  the  tube  should  never
be  operated  without  adequate  shielding  in  place
when    voltages   above   10   kilovolts   are   in   use.
Lead  glass,  which  attenuates  X-rays,  is  available
for  viewing  windows.  If  there  is  any  doubt  as  to
the  requirement  for  or  the  adequacy  of  shielding,
an   expert   in   this   field   should   be   contacted   to
perform  an  X-ray survey of the  equipment.

Operation     of    high-voltage     equipment    with
interlock  switches   "cheated"  and  cabinet  doors
open  in  order to be bette.r  able  to  locate  an  equip-
ment    malfunction   can    result    in    serious   X-ray
exposure.

INTERELECTRODE   CAPACITANCE   -The
actual   internal   interelectrode   capacitance   of   a
tube    is   influenced   by   many   variables   in   most
applications,   such   as   stray   capacitance   to  the
chassis,  capacitance  added  by  the  socket  used,
stray   capacitance   between   tube   terminals,   and
wiring  effects.  To  control  the  actual  capacitance
values   within   the   tube,   as   the   key  component
involved,   the   industry   and  the  Military  Services
use   a   standard   test   procedure   as   described  in
Electronic  Industries  Association  Standard

RS-191.   This  requires  the  use  of  specially  con-
structed   test   fixtures   which   effectively   shield
all  external  tube  leads  from  each  other  and  elim-
inates  any  capacitance  reading  to  "ground".  The
test   is   performed   on   a  cold  tube.   Other  factors
being equal,  controlling  internal  tube  capacitance
in   this   way   normally   assures  good   interchange-
ability  of tubes  over  a  period  of  time,  even  when
the  tube  may  be  made  by  different  manufacturers.
The   capacitance   values   shown   in   the   manufac-
turer's    technical   data,    or   test   specifications,
normally   are   taken   in   accordance   with   Standard
RS-191.

The  equipment  designer  is  therefore  cautioned
to    make   allowance   for   the   actual   capacitance
values  which will  exist  in  any  normal  application.
Measurements   should   be   taken   with   the   socket
and   mounting  which   represent   approximate   final
layout  if capacitance values  are  highly  significant
in the  design.
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RADlo   FREQUENCY   RADIATION   -   ALvo.id  err
posure  to  strong  rf  fields  even  at  relatively  low
frequency.   Absorption  of  rf  energy  by  human  tis-
sue   is   dependent   on   frequency.   Under   30  MHz,
most   of  the  energy  will  pass  completely  through
the  human  body  with  little  attenuation  or  heating
effect.  Public  health  agencies  are  concerned  with
the  hazard,  however,  even  at  these  frequencies,
and    it    is   worth   noting   that    some   commercial
dielectric   heating  units   actually   operate   at  fre-
quencies   as   low   as   the   13   and   27   MHz  bands.

Many   EIMAC   power  tubes,   such   as   the  3CW-
30,000H7,   are   specifically  designed  to   generate
or  amplify  radio  frequency  power.  There  may  be  a
relatively  strong  rf  field  in  the  general  proximity
of  the  power  tube  and  its  associated  circuitry---
the  more  power  involved,  the  stronger  the  rf  field.
Proper   enclosure   design   and   efficient   coupling
of  rf  energy  to  the  load  will  minimize  the  rf  field
in  the  vicinity  of  the  power  amplifier  unit  itself.

FAULT   PRorEcrJOIV   -   In   addition   to  normal
plate  over-current  interlock,  screen  current  inter-
lock,   and  coolant  flow  interlock,  it  is  good  prac-
tice    to   protect   the   tube   from   internal   damage
which   could   result   from   occasional   plate   arcing
at high  anode  voltage.

In    all   cases   some   protective   resistance,   5
ohms   to  25  ohms,   should  be  used  in  series  with
each   tube   anode   to  absorb  power  supply  stored
energy  in  case  a  plate  arc  should  occur.  If  power
supply  stored  energy  exceeds  750  watt  seconds,
we  strongly  recommend  use  of  some  form  of  elec-
tronic  crowbar  which  will  discharge  power  supply
capacitors  in  a  few  microseconds  following  indi-
cation  of start  of a plate  arc.

SPECIAL   APPLICATloN   -   Where   ±t   ±s  desired
to  operate  this  tube  under  conditions  widely  dif-
ferent  from  those  listed  here,  write  to  Power  Grid
Tube   Division,   EIMAC   Division   of   Varian,   301
Industrial   Way,   San   Carlos,   California   94070  for
information  and recommendations.
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DIMENsloNAL    DATA

DIM
lNCHES M LLIMETERS

MIN. MAX. FIEF. MIN. MAX. F]EF.

A 4.094 4. 156 103.99 105.56 -
a 2.312 2.8'2 56.72 71.42 -
C I.937 2 .187 49.20 55.55 -
E 3.2sO 3.270 - 82.04 83.06 -
F 5.030 5.090 - '27.76 129.29
H 0.530 0.700 13.46 1778
J - 0.125 - - 3.18
K 4.425 4.445 - I I 2.40 „2.90 -
M I.500 I.750 38.10 44.45
P 5.957 6.025 - 151.31 I 5 5.04 -
R 0.700 0.860 17.78 21.84
T 4.350 4.450 Ilo.49 I I 3 .03
U 7. 903 8.403 2cO.74 213.44 -
V - 0.250 .A

W 290 310 290 310 -
X 6.750 - 171.45
Y - 0.250 6.55
Z - - 2 .coo 50.80

AA 8.500 9.Cro 215.90 228.60
AC 1180 1220 1180 1220
AD - 0.390 - 9.91
AE - 0265 - 6.73

apxp.
I,    REF D"s  ARE  FOR  mm oNiy

AND  AF!E  hot  REOD   FOR
INspECTKIN  purposes.

2    3  Mrs.  HOLEs  iN  Mrs.iucsi-
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