
Type 

Application 

3L31 

Dimensions 

Base 

Size max 

0 19 - 49 mm 

Heating 

Static data 

Operational Data Maximum Ratings 

ui 
2.8 V AF power amplifier, class A AF amplifier 

<< 50 mA 
u/ 

1.4 1.4 V 150 V 

u, _ 1,4 V ua 135 150 V U92 90 V 

i. 100 mA 90 90 V W„ 2 W 

I Indirect heating U91 —8 —8.8 V 0,4 w 

• “pA-' h 18 mA 

Ua 150 V uoi el 0 5.5 0 6 V R<ji') 0,7 Ml? 

U<73 0 V 2.8 3.5 2.2 3,5 mA r9I 2> 0.5 Ml? 

ua2 90 V 14.8 15 14,2 4.2 mA — 

u,,, -8,5 V s 2.1 2.1 mA/V ’> u9l automatic 

'a 14 mA Rf 44 50 k n 2) Vgi fixed 

>g2 
s 

2,2 Ra 8 8 kfl 

1.9 mA/V Po 0.6 0,7 W RF amplifier 

R; 100 k Q 
k 10 10 % Ua 150 V 

p 190 RF power amplifier - f - 10 Me Is U92 135 V 

ur 
1,4 V US1 

-30 V 

Capacitances 150 V 20 mA 

Cgi 4.2 pF Ug2 135 V *91 0,25 mA 

Ca 4.9 pF Rgi 0.2 M Q 25 mA 

ca/g <0.38 pF 'a 18,5 mA ^92 0,9 w 

6,5 mA wa 2 w 

0,13 mA 

p0 1 W 

Pentode 

AF, RF power 

amplifier 


