
REREREREffiREffiffiREr.
GENERAL  DATA

E;°ecflues;:£8nMriteht#
Phosphor        .    .    .

Fluorescence
Persistence     .

Faceplate         .    .    .
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CHARACTERISTICS

..........   Electrostatic

..........   Electrostatic
3RP1,  3RPIA        3RP4,  3RP4A

Green                         White
Medium             Short to Medium

.............    Clear
*In addition to the types shown, the 3RP- and 3RP-A can
be  supplied  with  several  other  screen  phosphors.
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ELECTRICAL  DATA

Heater  voltage       ................
Heater  current       ................
Dfrec¢a:£toe5:I::trzf,eoctape:cit]ae::re:d(eSP?I?X..)....

Grid No.  1 to All  other Electrodes   ......

8:£::: B:E:::i:g :i:::: ;:2   :   :   :   :   :   :   :   :

i;i::!i:ii!;;;i!ii!!!;i::!!;i!;;i:;

MECHANICAL  DATA
Minimum useful screen Diameter     ........

gavse.ra(ls::fi5st:.|| i)tod.;a|.16-Fin.,  .   :   :   :   :   :   :   :
or  (Small-Shell  Duodecal  12-Pin)        .......

Basing...................

Base Alignment
D3-EfdTiaucfeAA£££:SW:th.P.in.N.o..1......

Positive Voltage on DI  Deflects Beam

::S:;#e;:;I:tea;§D:°3:::;D4:3:a::d:fl;e::SD:e::aces

6.3  Volts
0.6  ±  10 % Ampere

2 %  Inches
9% ±   1/4 Inches

810-75
812-43

12E

± 10 Degrees

90 ±  3 Degrees
Bulb    ...............    3RP- : j24P ;  3RP-A : ]24S
Weight  (Approx.)      ............-...

RATINGS

MAXIMUM  RATINGS  (Absolute Maximum Values)
Anode No.  2  Input       ..............
Anode No.  2  Voltage       .............
Anode No.  1  Voltage        .............
Grid  Voltage

Ncgativc  Bias  value     ............
Positive  Bias  value        ............
Positive  peak  value      ............

Peak Heater-Cathode Voltage

PeakIvi;1:t:jge|°;::tt;I;i:gi:ie::::S;:jtt§°:#€C

1/2 Pound

6 Watts
2750 Volts
1100  Volts

220 Volts
0 Volts
2  Volts

140  Volts
140 Volts

550 Volts

dc
dc

dc
dc

QUICK   R[FER[NCE   DATA
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TYPICAL  OPERATING  CONDITIONS

£;1:d8;o¥t:ag: ¥;i::i:df;f:.rF€Cui:;1:   .  .  :  :
Deflection Factor

spotE;[[:t:;::gt5;:d::;e;c:t2e:d,.4  :   :   :   :   :   .   :

CIRCUIT  VAI.UES
Grid  circuit Resistance     .........
Deflection circuit Resistances     ......

1000                      2000 Volts
165  to  310            330 to 620  Volts

-22.5 to  -67.5     -45 to  -135  Volts

73 to 99
52  to  70

146 to  198  Volts
104 to  140  Volts

7.5  MM

dc
dc
dc

dc/Inch
dc/Inch
Max.

1.5 Megohms Max.
5.0 Megohms Max.

NOTES:
1.  Visadl  extinction  of ttndefoected focu§ed spot.

2.  Defoecling PlateJ  1-2  are  nearer  the  Screen.

3.  Defoecting Plates  3-4  are  nearer  the  l]dse.

4.  The undefoected focused 51)o1 will fall within a circle bduing7 .5  unav  radius and concentric wilb the  center of ibe tube  face.

5 .  11 i§ recounmerlded tbal  the  defoecting electrode  circuit re§i§lances be  approxi7malely equal.
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