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1‘9 RATINGS 

4 PRONG 
MED. BRSE Fillament Voltage 5,0 d~c volts 

Filament Current 0,25 amp 
U U T., Maximum Plate Voltage 180 volts 

o 
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DIRECT INTERELECTRODE CAPACITANCES 

Grid to Plate 8.8 puf 
Input 3.4 wef 
Output 1.5 uuf 

AMPLIFIER - CLASS A 

Plate Supply Voltage 138 180 volts 
Grld Blas ~1.5 -3 volts 
Plate Reslstor 0.25 0.25 megohm 
Amplification Factor 30 30 
Plate Resistance 0,15 0,15 megohm 
Transconductance 200 200 umhos 
Plate Current 0.2 Q.2 me 

DETECTOR - BIASED TYPE 

Plate Supply Voltage 135 180 volts 
Grid Blas =3 ~4,5 volts 
Plate Reslstor 0,28 0.25 megohm 

DETECTOR - GRID LEAK TYPE 

Plate Supply Voltage 135 to 180 volts 
Grid Return to Positive Filament 
Plate Resistor 0,25 megohm 
Grid Leak Resistanoce 2 to 5 megohms 
Grid Condenser 0,00025 pf 

RAYTHEON ENGINEERING SERVICE


