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POWER AMPLIFIER PENTODE 

Heater 
Vol tage 
Current 

Bulb 
Base 

Coated Unipotential Cathode 

Pin 1-Heater 
Pin 2-Plate 
Pin 3-Screen 

For data and additional curve, 

and 2546 are identical electrically. 
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Maximum Overall Length 
Maximum Diameter 
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BOTTOM VIEW 

AVERAGE OUTPUT CHARACTERISTICS 

refer to Type 2546, The 43 

TYPE 43 
| € ¢=25 voLTS 
PLATE VOLTS =98 
GRID VOLTS=~13 

a—c or d-c volts 
amp. 

4-11/16" 
1-13/16" 
ST-14 

Medium 6-Pin 
Pin 4-Grid 
Pin 5-Cathode 
Pin 6-Heater 

["SCREEN VOLTS 2 9 
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LOAD RESISTANCE ~OHMS 925-~5528 

JUNE 1, 1937 RCA RADIOTRON DIVISION 
RCA MANUFACTURING COMPANY. INC. 
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25 VOLTS 
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RCA-43 

PLATE MILLIAMPERES 

RCA RADIOTRON DIVISION 
RCA MANUFACTURING COMPANY. INC. 
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AVERAGE PLATE CHARACTERISTICS 

SCREEN VOLTS 95 
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