
PHILIPS [ 1 4614 
OUTPUT TRIODE 
TRIODE DE SORTIE 
ENDTRIODE 

Heating: indirect by A.C.; 
parallel supply 

Chauffage: indirect par C.A.; Vf = 4 V 
alimentation en parallele If = 1 A 

Heizung: indirect durch Wechselstrom; 
Parallelspei sung 

Dimensions in mm 
Dimensions en mm 
Abmessungen in mm 

Capacities 
Capacit~s 
Bapazitaten 

Typical characteristics 
Caract~ristioues typiques 
Benndaten 

max46 

k 
C
E 

Ca = 3,2 pF 

Cg = 5,1 pP 

Cag = 4 pP 

Va = 200 V 
Vg = -16 V 

Ia = 12 mA 

S = 1,3 mA/V 

µ 9 - 
Ri = 7k0 

Ru = 2710 

Vi (Ig = +0,3 ,A) = 10,5 Veff 
Wo (Ig = +0,3 µA) = 0,22 W 
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r46141 PHILIPS 
Limiting values 
Caracteristioues limites 
Greuzdaten 

Vac m max. 400 V 

Va = max. 200 V 

Wa =max. 3W 
Ik = max. 30 mA 

Vg (Ig =+0,3 uA) = max. -1,3 V 
Rg = max. 1 MQ 

Vfk = max. 50 V 

Rfk = max. 20 kQ 
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