
PHILIPS 4636 

P2NTODE for use as pre—amplifier 
PENTHODE pour utilisation comae prL—amplificatrice 
PENTHODE zur Verwendung ale Vorverstarker 

Heating: indirect by A.C.; 
parallel supply 

Chauffage: indirect par C.A.; 
alimentation en parallele 

Heizung: indirekt durcn V7echselstrom; 
Parallelspeisung 

Dimensions in mm 
Dimensions en mm 
Abmessungen in an 

a 

92 

k g3.m f 

ga 

Vf = 4V 
If = 1,1 A 

Capacitances Ca = 10 pF 
Capacitds 
Bapazitaten 

Cg = ]2,5 pF 

Cagl < 0,006 pF 

Typical characteristics 
Caracteristiques typiques 
Kenndat on 

Va = 200V 

Vg2 = 100 V 

Vgi = -2V 

Ia = 3oiA

Ig2 = 1,2 mA 

s 2,3 mA/V 

Di = 2,2 LQ 
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4636 PHILIPS 

Limiting values 
Caracteristiques limites. 
Grenzdaten 

Vac = max. 400 V 

Va = max. 200V 

Wa = max. 1W 

Vg2c = max. 400 V 

Vg2 = max. 125 V 

Wg2 = max. 0,3 W 

Ik = max. 10 ma 

Vg1 (Ig1 = +0,3 uA) = max. -1,3 V 

Rg = max. 1,5 M4 
Vfk = max. 50V 

Rfk = max. 20 kQ 
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