
Type 

Application 

Dimensions 

Base 

Heating 

Static data 
Operational Data Maximum Ratings 

4654 Size P 4 

Power pentode 

AF power amplifier 

u, 6,3 V AF push-pull power amplifier, 1200 V 

1,35 A class AB kla 600 V 

Indirect heating j U, 400 400 600 V 18 W 

0 0 0 V ug20 1000 V 

Ua 400 V U92 425 425 400 V U£/2 425 V 

US3 0 V Usi - -30 -33 V k>g2o 3 W 

425 V Rk 315 - - Q W92 10 W 

Ug: -33 V 2X45 2X27,5 2X26 mA Ifc 120 mA 

'a 45 mA 11 2X50 2X97 2X80 mA Ufe 50 V 

'92 
5 mA 1320 2X5 2X3 2X2,5 mA Rg i(a) 0,7 

s 6 mA/V lg 2 
2X13 2X23 2X20 mA R i(p) 0,5 MO 

R( 30 kQ RJ-0 10 5 10 kQ Rkh 10 kQ 

Iq2 (^<71 = ■ -45) p0 25 52,5 69 W 

<15 mA k 4 3,5 5 % 
Capacitances 

U91 e[ 18,5 22 22 V cg i 
15,5 pF 

Q, 10 pF 

CSl/a 
<0,9 pF 


