
PHILIPS 4688 
4689 

OUTPUT PENTODE 
?ENTHODE OS SORTIE 
ENDPENTODE 

Heating indirect by A.C. or D.C. 
parallel supply 

Chauffage: indirect par C.A. ou C.C. 
alimentation- parallele 

Heizung : indirect durch Wechsel-
oder Oleichstrom 
Para;lelspeisung 

4688 
Vf = 4 V 

If = 2 A 

Dimensions in mm 
Dimensions en mm 
Abmessunen in mm 

9 

Capacitances 
Capacites 
I:apazi tat en 

f 

1 

f 

4689 
Vf = 6,3 V 
IF = 1,35 

Base, culot, Sockel: P 

4688 
Cap1 = 1 pF 

4689 
Cag1 < 0,0 pF 

Operating characteristics class AS
Caract4ristiques d'utilisation classe AS 
Betriebedaten S:lasse AB 

Va 
Vg2 
Ry, 

Raa^. 

V1 = 0 16' Ve

Ia = 2x48 2x62 m, 

Ig? = 2x5 2x9 mA 

;lo = 0 2t1, 5 W 

dtot = — 2,3% 

= 375 V 

= 275 V 

= 165 0 

= 6,5 ks 
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Limiting values 
Caract~ristiques limiter 
Grenzdaten 

Vao 
= max. 600 V 

Va = max. 375 V 

Wa = max. 18 W 

Vg2o = max. 600 V 

Vg2 = max. 275 V 

Wg2(Vi = 0) = max. 2 W 

Wg2(Wo=max.) = max. 3,5 W 

Ik max. 90 mA 

Vg1(Ig1=+0,3uA)= max. -1,3 V 

13g1 = max. 0,7 M5t 

Vkf = max. 50 V 

Rkf = max. 5 k4 
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