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Operating Conditions 

va 250 v 
Vg2 100 v 
vgd 0 v 
Ia [ 
-vgl 3 46 v 
ig2 2 

g 1000 - 

s 1700 2 ua/v 
Ri 0.6 >10 megohms 

Limiting Values 

VE MAX eeevesevsnssssscscssascsssscstosvasse 250 v 
WA MAX evescessosessorscsccsnssessssessces 1.5 W 
VE2 MAX svevcocsovesasesancsosesossoessoons 125 v 
WEE MAX cosecososssosssssossnesocrenaseses 0.5 ki 
IK MAX eseeecavessrssossosssssososccsensoaca 1o mA 
Vgl max (Igl=+40.3 MA) *svecereescresanss 1.3 v 
IZ2 MBX eeevsvonssvvscssvascsossonssessnse 2.3 mA 
IZ2 MIN eeeserearocasessnssnovsensccassons 1.2 mA 
REl MBX seovsorvsesrsessssesssasssssssnne 3 megohm 
VLK MBX ceesecocssssssocssssassvseonconnn 50 v 
REK IMBX soceccvesorssoosscscsevssscsansase 20,000 ohms 

Damping A 71 zZa 
(m) (ohms) (ohms) 

5 45,000 100,000 

7 >100,000 400,000 
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4695 Aconn vt 

arrangement of elecirodes and base connections. 
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Mullard 469 ACORN PENTODE 
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