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Toshiba 4G48P /5948 is a hy-

drogen thy;ratron for éwitching
service in rader modulator and
other pulse applications. It is
capable of switching a peak power
of 12 MW at an average power of
12 kW.
4G48P /5948 has a hydrogen
reservoir which assures freedom
) from failure due to gas clean-up.
N The reservoir compensates for the
gas consumed during operation and
permits the user to adjust the pres-
sure within the tube to the most suit-

able value for the perticular application.
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4G48P/5948

TOSHIBA .HYDROGEN THYRATRON

‘ GENERAL DATA
Py ELECTRICAL: Minimum Bogie Maximum
) Cathode ; Indirectly Heated
N Tied to the Heater Midpoint
: Heater Voltage .......civiveenn. 6.0 6.3 6.6 \4
Heater Current (Ef=6.3V) ........ 25 29 33 A
Reservoir Heater Voltage H Wiw s E e 2.5 - 5:5 v
Reservoir Heater Current ......... 3 - 6 A
(Eres=4.5V)
Cathode and Reservoir Heating Time .. 900 - -
Anode Voltage DTop ¢ ssw s 5 s 5 65 o s - 250 400 v
Anode Delay Time ......u.o00eeceaes - - 1.0 Hs
Anode Current Time Jitter .......... - 0.005 0.01 IS
') * The information contained herein is presented only as a guide for the applications of our products. No responsibility is assumed by

TOSHIBA for any infringements of patents or other rights of the third parties which may result from its use. No license is granted by

implication or otherwise under any patent or patent rights of TOSHIBA or others.

contact TOSHIBA before proceeding with the design of equipment incorporating this product.
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4G48P /5948

MECHANICAL:

DIEnEINg) «svd 95 9381052308 bbb malns mema baey «++ See Qutline Drawing
Overall Length. . .vuodonsronvanns PP AP R T 400 £ 13 mm
Maximum Diameter HPTS T P TR i s S e i 154 mm

Base Number:

T R e i A PR ST SIS P Al14S (JEDEC No. Cl-5)

BaBe: 3@l i ap s @i nae ol fdie 6w s 2o we §E 0 80 See Outline Drawing
Recommended Socket:

B s cr i s ma v a s o8 48 SHE RS QAT VEGE RS £Ew s Toshiba VT-29061
Bage CoNNECtIONS « s owis s ense s sonses e s &6 s See Qutline Drawing
Colling o e e Aot N B A AR Gt R e . Convection
Mounting POSHEON .50 antsbcbontomnsiinsssss Vertical, Base down
Net: Wieloht” (ADDPOE ) 7 e a5h s 5t 6 68 w5 o 560 a0 56 w056 60w 2000 g

RATINGS
ABSOLUTE MAXIMUM:

Maximum Peak Anode Voltage (%;

INVETSE  wvverennen S5 BB E W b e nd i pe GE s G 25,000 v

FOrward «oeeeeeeeecoeeaooesesasoosscssoens 5% epy ~ 25,000 A%
Minimurn, SUpply . Voltaige, .o ww v oo s sw sim wis.oie o5 sim oo o 5,000 v
Negative Grid Voltage (Before Conduction) ........... 650 v
Maximum Anode Current:

Pedlt  contntnsessosesn s ss snsmsmssgsnss saan sn e 1,000 A

Average ..... TR I s s 6 e e SRS § e E e 1 A

BUB [®) svvessnss §8 i B8 e B e oy iR R ho 3o 30 A

Averaging Time ....... e Tl ot e ol o e bl oo e Fo 1 cycle
Maximum Rate of Rise of Anode Current ............ 5,000 A/us
Pulse Repetiting Rate (prr)(5%)  coieeeriiiirinrnnenens 1,500 Pps
Operation Factor %) onnsssemmser e mr Y s e s RS e 9x10
Pulge Duralloh ssssevsnssossunvesswnuy nes peEnenvEn 6 us
Ambient Temperature Limits ....cececsceccsss srse =90 N {78 0
Altitade .se6 a55e5 55 56 e @ R G RE R R R S W AR B e e 3,000 m

GRID DRIVE (7):

Grid Trigger Voltage (Peak) seceoswamenssooesns -700 ~ 1,000 v

Mazimum Rise TIHE o omsem vesmsswns 2@ o® o8 s 20 9@ »ie o 0.35 us

Minimum Grid Pulse Duratiolth sessssssssssvessswassis 2 Us

Grid Drive Circuit Impedante swsswws o5 sesssp swas amo 50 ~ 200 Q
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Notes (1)

(4)

(3)

4G48P /5948

The optimum reservoir voltage for operation at maximum tube
voltage, maximum peak and average tube currents, and at a
repetition corresponding to the rated operation factor is in-
scribed on the base of the tube and must be held within *¥5
percent. Applications involving operation at other conditions
will necessitate the redetermination of the optimum reservoir

voltage.

Cooling anode lead by forced convection permissible, but

there shall be no air blast directly on the bulb.

Instantaneous starting is not recommended. However, in case
where it is necessary to apply anode voltage instantaneously,
the maximum permissible forward starting voltage is' 18,000
volts peak. The power-supply filter should be designed to
limit the rate of application of this voltage to 450,000 volts
per second.

The minimum inverse anode voltage permissible is 5 percent
of the peak forward voltage and the maximum is 5000 volts
during the first 25 microseconds following the anode pulse

exclusive of a spike of 0.05 microsecond maximum duration.

The root mean square anode current shall be computed as
the square root of the product of peak»current (ib) and the

average current (Ib), i.e.

Irms =Vvib X Ib

prr (pulse repetiting rate) depends on both peak forward anode
voltage epy (V) and peak anode current ib (A). The figure
given above in an example of epy and ib against maximum

ratings.



4GA8P/5948

“Actually, the design should be made within the limit of epy

(V) x prr{pps) x ib(A) £ Operation Factor.

(6) Operation factor = epy (peak forward anode voltage) x ib (peak

anode current) x prr (pulse repetition rate).

(7) Driver pulse measured at tube socket with the thyratron grid

disconnected.

GENERAL-OPERATIONAL RECOMMENDATION
1. High Voltage ‘ '

Operating voltages for power tubes range from several hundred volts

to higher than 50,000 volts. ;. Since these voltage can be deadly,

equipment must be designed so that one can not come in contact with

high voltage.

2. X-RAY Radiation

High-~vacuum tubes operating at voltage higher than 10 kilovolts produce

progressively more dangerous X-ray radiation as the voltage is increased.

X-ray shielding must be provided on all sides of tubes which operate

above 10 kilovolts, to provide adequate protecti.on through the tube's

life. If there is any doubt as to the.-adequacy of shielding, an expert
in this field should be contacted to perform an X-ray survey of the

equipme nt.

. High Temperature

Don't come in contact with the vacuum tubes, not only the period of
the operation but also immediately after the removal of all tubes voltages

becuase the temperature of the tube during the operation often exceeds
200°C.
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DIMENSIONAL OUTLINE

4G48P /5948
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4G48P/5948

Unit : mm
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=) DIMENSIONS
= Color
I v G W
G | Green 5+0.25 10MAX]
H Yellow 731086 15.&\5)(
K | Black 734-06|15.3MaX
R | Red 54025| 1 0MAX
HR E?gcﬁigﬁleeve 73106153 X
Red with 5 10MAX
HR Yellow sleevesl%




