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EINWEG HOCHVAKUUM
MONOPLAQUE A VIDE POUSSE
HALFWAVE HIGH VACUUM

Heizspannung ...................oooinen
Tension de chauffage e @ = 40V
Filament voltage ............cceoviiennn f
Helzstrom .........oicviivvinniiaiins = ca.
Courant de chauffage .............. i = env. 1,0 A
Filament current ..............c.coc0.ne f appr.
%no@enwefhselspannung

ension plaque c.a. ........c..a.l. .. = 400V
A.C. anode voltage .................... Va max.
Gleichgerichteter Strom ................
Courant redressé = 60 mA
Rectified current
Max. Linge ........oiiiiiirivirannnnnss
Longueur max, . = 116 m
Overall length ! ™
gr«’issger Durchmesser ..................

Hametre MaxX. .......uvvevvvnninnraeen = 53 mm
Max. diameter ............... ...l d

= H 35

Sockelschaltung ...l
Connexion du gulot .................. = SV

Base connection ...........cveiiiianrann



PHILIPS
Va (W) -
505
100
800
600
\\‘
\Ve/ya %V
400> —
\\\ ’ J
~ L =00y
——
\\\ Y
200 Yo~200¢
M\-
Ja(mA)

g 8 16 24 2 40 48 56 o4



