
SYLVANIAV" TYPE S50AIl 

JETEC Registration Data BALLAST TUBE 

The Type 5CAl1 is a gas-filled ballast tube designed to 

maintain a relatively constant current over a specified 

operating voltage range. 

———MECHANICAL DATA 

BULD weeeonnnrerennnonecossesesrs. T-61/2 BASINE .ovevenrarorarsassstonssrseas- SCM 

BriS€ ..vesseseass. Finlature Button 9-Pin Connections: 

OUELINE +evevsvnnonvencoesonrasaasses 03 Pin 1 -~ internal connection* 

Meximum Overall Length ..... 2 5/8 inches Pin 2 - filament 

Maximum Seated Helght ...... 2 3/8 inches Pin 3 ~ no connection 

Maximum Diameter ......eee..e... /8 inch Pin 4 - internal connection* 

Mounting Position ... vertical, base down PMin 5 ~ no connection 

Type of CoOlINg ..c.vesvae..... Pradlation Pin 6 - no connection 

Maximum Ambient Temperature ....... 65 °C Pin g - filament 

Net Weight, maximum ............. 1 ounce Pin - no connection 
Pin 9 - internal connection* 

*Do not use, 

ELECTRICAL DATA ——— 

RATINGS - Absolute Values CHARACTERISTICS 

Current: Average Operating Current: 

MAXIMUM «oucrossanascsesssesas 58 ma AL 30 VOIES .vvnvrenenrnsssess 22 ma 

Minimlm .veseevesncecanssecssss HO ma At S5O VOlES .ivervvennensnensss 5S4 ma 

Voltage: At 65 VOLE5 ...veusvecssrsnss. 55 ma 

MEXIMUM wevvvenencnaseneasseras 65 vOlts 
HINIMUM eesevesonensssscscsees 30 volts 
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