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MAXIMUM CIRCUIT VALUE
Grid-No.l-Circuit Resistance 1 megohm

# Pulse duration must not exceed 15% of one horizontal scanning cycle (10 microseconds).
* A bias resistor or other means is required to protect the tube in absence of excitation.
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50B5 BEAM POWER TUBE

Miniature type used in output stage of compact ac/dc
receivers. Outlines section, 5D; requires miniature 7-

contact socket. Except for basing arrangement, type
50B5 is identical with miniature type 50C5. 7BZ

50C5
25C5 BEAM POWER TUBE

Miniature type used in output stage of compact, ac/dc
radio receivers. Outlines section, 5D; requires minia-
ture 7-contact socket. This tube, like other power-han-
dling tubes, should be adequately ventilated. Within its

maximum ratings, type 50C5 is equivalent in perform-
ance to glass octal type 50L6GT. Type 25C5 is identical

with type 50C5 except for heater ratings.

Heater Voltage (ac/dc)
Heater Current
Heater-Cathode Voltage:

Peak value
Average value

Direct Interelectrode Capacitances (Approx.) :

Grid No.l to Plate
Grid No.l to Cathode, Heater, Grid No.2, and Grid No
Plate to Cathode, Heater, Grid No.2, and Grid No.3

Class Aj Amplifier

MAXIMUM RATINGS (Design-Maximum Values)
Plate Voltage
Grid-No.2 (Screen-Grid) Voltage
Grid-No.1 (Control-Grid) Voltage, Positive-bias value
Plate Dissipation
Grid-No.2 Input
Bulb Temperature (At hottest point)

7CV

25C5 50C5
25 50 volts
0.3 0.16 ampere

±200 max ±200 max volts
100 max 100 max volts

0.6 pF
3 13 pF

8.5 PF
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