
ADVANCE ELECTRON TUBE DATA SHEET 

WESTERN ELECTRIC 5603* ELECTRON TUBE 
5603 
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CLASSIFICATION 

Filamentary Power Pentode Amplifier 

KQUNTING 

The tube should be mounted preferably in a verticel position., If mounted in a horizontal 

position, the plane through convact pins 2 and 6 must be vertical, 
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Plate Voltage 150 volts 

Plate Dissipation 8.0 watts 

Screen Voltage 150 volts 

Sereen Dissipation 2.5 watts 

Cethode Current 75 milliamperes 

OPERATING CONDITIONS AND CHARACTERISTICS 

Filament Voltage 6.3 volte 

Yilament Current 0.5 amp. 

Plate Voltage 135 volts 

Plate Current 50 milliamperes 

Sereen Voltage 135 volts 

Screen Current 4 milliamperes 

Suppressor-Grid Voltage 0 volts 

Cathode Bias Resistor 230 ohnms 

hmplification Factor 92 

Plate Resistance 17000 ohns 

Transconductance 5400 nicromhos 

Signal Grid Voltage 8.5 volts a-c 

Load Resistance 2500 ohms 

Power Output 2.2 watts 

INTERELECTRODE CAPACITANCES (NO SHIRLD) 

Control-grid to filament, screen- 

grid and suppressor-grid 9.5 mwf 

Plete to control-grid 0.3 uuf 

Plate to filament, screen- 

grid and suppressor-grid 7.5 unf 
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